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Kumo G1/P1 | Suspended

DE LED-Pendelleuchte. Direkt-indirektstrahlend. Innenliegender Leuch-
tenrahmen aus Aluminium. Transluzenter Textilstoff mit spezieller 3D-Falt-
technik und schallabsorbierenden Eigenschaften, schwer entflammbar.
Der Stoff kann beim Aufspannen verformt werden und macht jede Leuch-
te zu einem Unikat. Lichtstarker Indirektanteil separat steuerbar. Konverter
in Leuchtengehduse integriert stufenlos dimmbar (DALI, Touch-Dim,
Casambi). Farbtemperatur 2700K, 3000K, 3500K, 4000K, 6500K oder
Tunable White. Binning initial < MacAdam 3. Farbwiedergabe CRI>80,
CRI>90 oder Full Spectrum. Stufenlos hohenverstellbare Parallel-Seilab-

hangung mit transparent ummantelter Zuleitung.

EN LED pendant luminaire. Direct-indirect light distribution. Internal
luminaire frame made of aluminium. Translucent textile fabric with special
3D folding technology and sound-absorbing characteristics, flame-
-retardant. The fabric can be shaped when stretched, making each
luminaire unique. Powerful indirect light component can be controlled
separately. Driver integrated into luminaire housing, dimmable (DALI,
Touch-Dim, Casambi). Colour temperature 2700K, 3000K, 3500K,
4000K, 6500K or Tunable White. Binnings MacAdam 3. Colour rende-
ring CRI>80, CRI>90 or Full Spectrum. Height-adjustable parallel cord

suspension with transparent power supply cable.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering

Colour Temperature

OP1NWE-830M-L1600-K

J

O: Kumo

G1: Direct only, P1: Direct-Indirect

N: Opal Fabric

W: Snow White

E: On/Off, L: DALI, H: Touch-Dim, C: Casambi

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White

Power E: Low Power, M: Medium Power, H: High Power
Size Luminaire Lenght in mm: L1600
Suspension K: Parallel Suspension
20200 1K < 190810 L8510 180810 UK
P20 (D TE mmw K opeo T3 oo AT S (€ HK
Opal Fabric | Direct Opal Fabric | Direct-Indirect
250
200
150
Indir.~56% 100 Indir.~-40%
Dir.-95% Dir.-60% 100
150
200
250
L Lumen/Watt Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt Lumen/Watt
mm  Low Power Medium Power High Power mm  Low Power Medium Power High Power
1600 4530Im/62W  6580Im/93W  9430Im/139W 1600 7600Im/82W 11000Im/123W 15900Im/184W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Parallel Suspension
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Serenity (Round) G1/P1 | Suspended

—

—_————

————

DE LED-Akustik-Pendelleuchte. Direkt-indirekt oder rein direktstrahlend.
Leuchtenkdrper aus Aluminium. Schallabsorber fir breites Frequenzspek-
trum zur Reduktion der Nachhallzeit. 3D-Textilstoff aus Trevira CS wahl-
weise in den Farben Cream, Taupe, Green und Anthracite. Direktanteil
Uber Prazisionslinsen fur rotationssymmetrische Lichtstarkeverteilung bei
gleichzeitig hoher Blendungsbegrenzung (UGR<19) speziell fur Office
Anwendungen. Konverter in Leuchtengehduse integriert, wahlweise ein-
fach schaltbar oder stufenlos dimmbar (DALI, Touch-Dim, Casambi).
Farbtemperatur 2700K, 3000K, 3500K, 4000K oder 6500K. Binning ini-
tial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum.
Stufenlos hohenverstellbare Parallel-Seilabhdngung mit transparent
ummantelter Zuleitung. Lackierung Baldachin passend Leuchtenkdrper.

EN LED acoustic pendant luminaire. Direct-indirect or direct-only light
distribution. Luminaire body made of aluminium. Sound absorber for
a wide frequency spectrum, to reduce the reverberation time. 3D textile
fabric made of Trevira CS available in cream, taupe, green and anthracite.
Direct light with precision lenses for uniform symmetrical light distribution
with high glare limitation (UGR<19) for workplaces. Driver integrated into
luminaire housing, available as switched or dimmable (DALI, Touch-Dim,
Casambi). Colour temperature 2700K, 3000K, 3500K, 4000K or 6500K.
Binnings MacAdam 3. Colour rendering CRI>80, CRI>90 or Full Spec-
trum. Height-adjustable parallel cord suspension with transparent power

supply cable. Ceiling rose to match luminaire body.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering

Colour Temperature

FP1K1E-830M-D930-K

J

F: Serenity

G1: Direct only, P1: Direct-Indirect

K: Anti-Glare Lens 24°

1: Cream Fabric, 2: Green Fabric, 3: Taupe Fabric, 4: Antracite Fabric

E: On/Off, L: DALI, H: Touch-Dim, C: Casambi

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

Power E: Low Power, M: Medium Power, H: High Power
Size Luminaire Diameter in mm: D930
Suspension K: Parallel Suspension, U: Central Suspension
mun 1K < 190810 L85810 180810 UK
720 @ sooe S 02 Reo MMEAM rhlitn 50000 REER o 50000 sl S9000n C (=]
Direct only Direct-Indirect
- - 3500 = & 1400
cadon V.l 2500 ~ - 7 1000
» # # #
B 1500 'Y & 600
© 1 Dir100% g4 UGR=19 © . Indir-60% 5yy UGR=19
E for Low and » Dir. -40%
. » Medium » » »
Power > » »
D Lumen/Watt Lumen/Watt  Lumen/Watt D Lumen/Watt Lumen/Watt Lumen/Watt
mm Low Power  MediumPower High Power mm Low Power  Medium Power High Power
930 2000Im/20W 3000Im/32W  4160Im/48W 930 5100Im/40W 7700Im/62W 11060Im/93W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Parallel Suspension Central Suspension
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4 Antracite Fabric
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Serenity (Square) G2/P2 | Suspended

———

———

————

DE LED-Akustik-Pendelleuchte. Direkt-indirekt oder rein direktstrahlend.
Leuchtenkdrper aus Aluminium. Schallabsorber fUr breites Frequenzspek-
trum zur Reduktion der Nachhallzeit. 3D-Textilstoff aus Trevira CS wahl-
weise in den Farben Cream, Taupe, Green und Anthracite. Direktanteil
Uber Prazisionslinsen fur rotationssymmetrische Lichtstarkeverteilung bei
gleichzeitig hoher Blendungsbegrenzung (UGR<19) speziell fur Office
Anwendungen. Konverter in Leuchtengehduse integriert, wahlweise ein-
fach schaltbar oder stufenlos dimmbar (DALI, Touch-Dim, Casambi).
Farbtemperatur 2700K, 3000K, 3500K, 4000K oder 6500K. Binning ini-
tial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum.
Stufenlos hohenverstellbare Parallel-Seilabhdngung mit transparent
ummantelter Zuleitung. Lackierung Baldachin passend Leuchtenkdrper.

EN LED acoustic pendant luminaire. Direct-indirect or direct-only light
distribution. Luminaire body made of aluminium. Sound absorber for
a wide frequency spectrum, to reduce the reverberation time. 3D textile
fabric made of Trevira CS available in cream, taupe, green and anthracite.
Direct light with precision lenses for uniform symmetrical light distribution
with high glare limitation (UGR<19) for workplaces. Driver integrated into
luminaire housing, available as switched or dimmable (DALI, Touch-Dim,
Casambi). Colour temperature 2700K, 3000K, 3500K, 4000K or 6500K.
Binnings MacAdam 3. Colour rendering CRI>80, CRI>90 or Full Spec-
trum. Height-adjustable parallel cord suspension with transparent power

supply cable. Ceiling rose to match luminaire body.
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FP2K1 E-830 M-Q930-K

Product Family F: Serenity J
Type G2: Direct only, P2: Direct-Indirect

Optical System K: Anti-Glare Lens 24°

Surface Finish 1: Cream Fabric, 2: Green Fabric, 3: Taupe Fabric, 4: Antracite Fabric

Control Gear E: On/Off, L: DALI, H: Touch-Dim, C: Casambi

Colour Rendering 8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

Colour Temperature  22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

Power E: Low Power, M: Medium Power, H: High Power
Size Luminaire Size in mm: Q930
Suspension K: Parallel Suspension, U: Central Suspension

2000 1K <3 190810 1oy LESBIO (G 189810 UK
P20 @ i 17625V RGO = Low 90BN AB10 H Sl
060K oc 02 Michom  POWER Gopoon  POWER o POWER oeen c cA

Direct only Direct-Indirect
-~ @ e~ 3500 PN pe > 1400
by V. 2500 " - 7 1000
# # #
> 1500 P 4 % 600
” P ~ Dir. 100% 500 UGR=19 - ” © Indir.~60% 200 UGR=19
E for Low and . Dir. -40%
Medium * »
Power
Q Lumen/Watt Lumen/Watt  Lumen/Watt Q Lumen/Watt Lumen/Watt Lumen/Watt
mm Low Power  MediumPower High Power mm Low Power  Medium Power High Power
930 2850Im/28W  4250Im/44W  5940Im/68W 930 7550Im/58W 11150im/89W  14940Im/128W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Parallel Suspension Central Suspension
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1 Cream Fabric 2 Green Fabric 3 Taupe Fabric 4 Antracite Fabric
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Serenity (Rectangular) G3/P3 | Suspended

——————

—————
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DE LED-Akustik-Pendelleuchte. Direkt-indirekt oder rein direktstrahlend.
Leuchtenkdrper aus Aluminium. Schallabsorber fUr breites Frequenzspek-
trum zur Reduktion der Nachhallzeit. 3D-Textilstoff aus Trevira CS wahl-
weise in den Farben Cream, Taupe, Green und Anthracite. Direktanteil
Uber Prazisionslinsen fur rotationssymmetrische Lichtstarkeverteilung bei
gleichzeitig hoher Blendungsbegrenzung (UGR<19) speziell fur Office
Anwendungen. Konverter in Leuchtengehduse integriert, wahlweise
einfach schaltbar oder stufenlos dimmbar (DALI, Touch-Dim, Casambi).
Farbtemperatur 2700K, 3000K, 3500K, 4000K oder 6500K. Binning
initial = MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spec-
trum. Stufenlos hdhenverstellbare Parallel-Seilabhdngung mit transparent
ummantelter Zuleitung. Lackierung Baldachin passend Leuchtenkdrper.
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EN LED acoustic pendant luminaire. Direct-indirect or direct-only light
distribution. Luminaire body made of aluminium. Sound absorber for
a wide frequency spectrum, to reduce the reverberation time. 3D textile
fabric made of Trevira CS available in cream, taupe, green and anthracite.
Direct light with precision lenses for uniform symmetrical light distribution
with high glare limitation (UGR<19) for workplaces. Driver integrated into
luminaire housing, available as switched or dimmable (DALI, Touch-Dim,
Casambi). Colour temperature 2700K, 3000K, 3500K, 4000K or 6500K.
Binnings MacAdam 3. Colour rendering CRI>80, CRI>90 or Full Spec-
trum. Height-adjustable parallel cord suspension with transparent power

supply cable. Ceiling rose to match luminaire body.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering

Colour Temperature

FP3 K1E-830M-L1428-K

J

F: Serenity

G3: Direct only, P3: Direct-Indirect

K: Anti-Glare Lens 24°

1: Cream Fabric, 2: Green Fabric, 3: Taupe Fabric, 4: Antracite Fabric

E: On/Off, L: DALI, H: Touch-Dim, C: Casambi

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]
22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

Power E: Low Power, M: Medium Power, H: High Power
Size Luminaire Lenght in mm: L1428
Suspension K: Parallel Suspension
muwN 1K < 190810 LasBI0 L8810 UK
P20 (D) TEY mzw K peo 3o MmMTE e (€ HK
Direct only Direct-Indirect
g "3 TP 3500 = " 1400
. - 4 2500 - y 1000
» » » #
N 1500 'Y & 600
” * © Dir. 100% 5oy UGR=19 # ¢ Indir.-60% 54y UGR=19
E for Low and 5 Dir. -40%
Medium - »
Power
L Lumen/Watt Lumen/Watt  Lumen/Watt L Lumen/Watt Lumen/Watt Lumen/Watt
mm Low Power  MediumPower High Power mm Low Power  Medium Power High Power
1428 2560lm/25W 3820Im/40W  5350Im/61W 1428 6390Im/49W 9540Im/75W  14130Im/115W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Parallel Suspension

@150

\ay 1

min. 200
max. 4000

1 Cream Fabric

2 Green Fabric 3 Taupe Fabric

4 Antracite Fabric
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Ringo Star Acoustic Oblong S2 | Floor

DE LED-Akustik-Stehleuchte direkt-indirektstrahlend. Leuchtenkorper aus
Aluminiumprofil mit 40mm Profilbreite. SondermaBe auf Anfrage mdg-
lich. Oberflache weiB, silber, graphit, schwarz, kupfer oder bronzefarben
lackiert. Weitere Oberflaichenoptionen siehe Lightnet-Surface-Collection
oder RAL nach Wahl. Innenliegender Schallabsorber fiur breites Frequenz-
spektrum zur Reduktion der Nachhallzeit. Direktanteil Gber Prazisionslinsen
mit Abblendraster fUr breite rotationssymmetrische Lichtstarkeverteilung
bei gleichzeitighoher Blendungsbegrenzung (UGR<19) speziell fir Office An-
wendungen. Abblendraster in verschiedenen Farbkombinationen erhaltlich.
Intuitives Bedienfeld im Leuchtenmast fUr getrennt stufenlose Dimmung
und Schaltung der Kammern flr Direkt-/Indirektlicht, bei Tunable White
oder Integration von Multisensor- oder Schwarmtechnologie gemeinsame
Steuerung der Lichtkammern. Optional: HCL-Control flr automatisches,
dem Tagesverlauf angepasstes, biodynamisches Licht. Farbtemperatur
2200K, 2700K, 3000K, 3500K, 4000K, 6500K oder Tunable White (2700-
6500K). Binning initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90
oder Full Spectrum. FuBplatte aus Stahl, Lackierung passend Leuchten-
koérper. 4m Anschlusskabel mit ldanderspezifischem Stecker (EU, CH, UK).

EN LED acoustic free-standing luminaire. Direct-indirect light distribu-
tion. Luminaire body made of aluminium profile with 40mm profile width.
Special dimensions available on request. Surface white, silver, graphite,
black, copper or bronze coated. For further surface options see Lightnet-
Surface-Collection or RAL of your choice. Internal sound absorber for
a wide frequency spectrum, to reduce the reverberation time. Direct
light using precision lenses with louvre for wide uniform symmetrical light
distribution with high glare limitation (UGR<19) for workplaces. Louvre
available in various colour finishes. Intuitive pole mounted control panel
for dimming and switching the direct/indirect light separately, joint control
of the light chambers with Tunable White or integration of multi-sensor
or swarm technology. Optional: HCL Control for automatic, time depen-
dent, biodynamic lighting. Colour temperature 2200K, 2700K, 3000K,
3500K, 4000K, 6500K or Tunable White (2700-6500K). Binning<
MacAdam 3. Colour rendering CRI>80, CRI>90 or Full Spectrum.
Steel Base plate, colour matching luminaire body. 4m power cable with

country-specific plug (EU, CH, UK).
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RS2LWX-830M-01-UB-A-TF

J

Product Family R: Ringo Star

Type S2: Direct-Indirect

Optical System L: Lens Louvre*

Surface Finish W: Snow White, V: lvory White, A: Satin Silver, S: Radiant Silver,

U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper

Control Gear X: Separately Dimmable, M: Multisensor, R: Swarm Control, B: HCL, C: Casambi

Colour Rendering 8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

Colour Temperature 22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

Power M: Medium Power
Size Luminaire Dimension: O1- L772 D376
Base U: U- Cut Out**

Lens Louvre* W: Snow White, A: Satin Silver, B: Jet Black, X: Satin Bronze, K: Satin Copper, G: Satin Gold

Plug A: Schuko CEE 7/7 (Type E+F), B: CH T12 (Type J), C: UK BS 1363 (Type G), D: Wieland, E: WAGO

Acoustic Absorb. CF: Cream Fabric, GF: Green Fabric, TF: Taupe Fabric, AF: Antracite Fabric

**Bases with Soft Corners

L85BI0

q3

mun 1K <3 UK
176-275V -3 MEDIUM
P20 (D) TEY Mo f reo I3 M IR cA

Lens Louvre | Direct-Indirect
/@/

) A /" Indir-75% UGR<19
YA G
@ﬁ 7 Dir.-25% 50
/ 150
250
350

<

Lumen/Watt
Medium Power

11700Im/78W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

772/”\3767

/

2000

40~) 26

L L =
|
8 1150
540\“/400

CF Cream Fabric AF Antracite Fabric

GF Green Fabric

TF Taupe Fabric

s
2.
\({.%
W Snow White W Snow White W Snow White W Snow White W Snow White W Snow White
W Snow White A Satin Silver B Jet Black X Satin Bronze K Satin Copper G Satin Gold
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Ringo Star Acoustic Oblong GY/PY | Suspended

AN W

DE LED-Akustik-Pendelleuchte. Direkt-indirekt oder rein direktstrahlend.
Leuchtenkorper aus Aluminiumprofil mit 40mm Profilbreite. SondermaRe
auf Anfrage maoglich. Oberflache weiB3, silber, graphit, schwarz, kupfer
oder bronzefarben lackiert. Weitere Oberflachenoptionen siehe Lightnet-
-Surface-Collection oder RAL nach Wahl. Innenliegender Schallabsorber
fUr breites Frequenzspektrum zur Reduktion der Nachhallzeit. Direktan-
teil Uber Prazisionslinsen mit Abblendraster flr breite rotationssymmetri-
sche Lichtstarkeverteilung bei gleichzeitig hoher Blendungsbegrenzung
(UGR<19) speziell fur Office Anwendungen. Abblendraster in verschiede-
nen Farbkombinationen erhéltlich. Satinierter Opaldiffusor fUr Allgemein-
beleuchtung mit max. Transmissionsgrad und homogener Lichtpunkt-
aufldsung. Konverter in Leuchtengehduse integriert, wahlweise einfach
schaltbar oder stufenlos dimmbar (DALI, Touch-Dim, Casambi). Farbtem-
peratur 2200K, 2700K, 3000K, 3500K, 4000K oder 6500K. Binning ini-
tial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum.
héhenverstellbare transparent

Stufenlos Parallel-Seilabhangung  mit

ummantelter Zuleitung. Lackierung Baldachin passend Leuchtenkdrper.

EN LED acoustic pendant luminaire. Direct-indirect or direct-only light
distribution. Luminaire body made of aluminium profile with 40mm pro-
file width. Special dimensions available on request. Surface white, silver,
graphite, black, copper or bronze coated. For further surface options
see Lightnet-Surface-Collection or RAL of your choice. Internal sound
absorber for a wide frequency spectrum, to reduce the reverberation
time. Direct light using precision lenses with louvre for wide uniform
symmetrical light distribution with high glare limitation (UGR<19) for
workplaces. Louvre available in various colour finishes. Satin opal dif-
fuser for general lighting with maximum transmittance and uniformity.
Driver integrated into luminaire housing, available as switched or dim-
mable (DALI, Touch-Dim, Casambi). Colour temperature 2200K, 2700K,
3000K, 3500K, 4000K or 6500K. Binnings MacAdam 3. Colour rende-
ring CRI>80, CRI>90 or Full Spectrum. Height-adjustable parallel cord
suspension with transparent power supply cable. Ceiling rose to match

luminaire body.
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RPYLWE-830M-061-KB*TF

Product Family R: Ringo Star J
Type GY: Direct only, PY: Direct-Indirect,
Optical System C: Opal Flex Diffuser, L: Lens Louvre*
Surface Finish W: Snow White, V: Ivory White, A: Satin Silver, S: Radiant Silver,
U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
Control Gear E: On/Off, L: DALI, C: Casambi, H: Touch-Dim

Colour Rendering 8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

Colour Temperature  22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

Power E: Low Power, M: Medium Power, H: High Power

Size Luminaire Dimension: 061- L1790 D600, 062- L2450 D600, 091- L1820 D900, 092- L2480 D900
Suspension K: Parallel Suspension

Lens Louvre* W: Snow White, A: Satin Silver, B: Jet Black, X: Satin Bronze, K: Satin Copper, G: Satin Gold

Acoustic Absorb. AM: Green Moss, CF: Cream Fabric, GF: Green Fabric, TF: Taupe Fabric, AF: Antracite Fabric,

AW: Micro Perforated, BW: Beige Wool, ZW: Green Wool, GW: Graphite Wool

WUV ey 1K <3 lon U0 e B0 oy 18080 UK
1720 @ wie 02 ROO i POWER oo, POWER oD owen SO Ce cA
Lens Louvre | Direct-Indirect Lens Louvre | Direct Opal Flex Diffuser | Direct-Indirect Opal Flex Diffuser | Direct

Indir.~-45% UGR=19 Dir. 100% UGR=19 Indir.~-55% Dir. 100%

Dir.-55% 100 100 Dir.-45% 100 100
200 400 150 200
350 700 200 / 300
500 1000 250 400
Type Lumen/Watt Lumen/Watt Type Lumen/Watt Lumen/Watt Type Lumen/Watt Lumen/Watt Type Lumen/Watt  Lumen/Watt
Low Power Medium Power Low Power High Power Low Power Medium Power Medium Power High Power
061 13590im/100W  19000Im/145W o6l 6950Im/53W  12680Im/102W 061 11130im/93W  15410im/133W 061 6250im/64W  8880Im/92W
062 17950Im/134W  25130Im/189W 062 9180Im/71W  16780Im/133W 062 14680Im/122W  20320Im/171W 062 8240Im/81W  11730Im/121W
091 14870Im/107W  20760Im/156W 091 7600Im/55W  13930Im/109W 091 12150im/103W  16740Im/143W 091 6800Im/70W  9610Im/101W
092  19240lm/139W 26870Im/201W 092 9840Im/73W  18030Im/148W 092 15700im/130W  21660Im/182W 092 8790Im/88W 12460Im/130W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
Parallel Suspension
7 v . |
| |
| | min. 200 CF Cream Fabric GF Green Fabric

| | max. 4000

TF Taupe Fabric AF Antracite Fabric

AW Micro Perforated BW Beige Wool GF Green Wool GW Graphite Wool AM Green Moss

W Snow White W Snow White W Snow White W Snow White W Snow White W Snow White
W Snow White A Satin Silver B Jet Black X Satin Bronze K Satin Copper G Satin Gold

www.skialight.co.uk | 020 3514 4668 | sales@skialight.co.uk



Beam Me Up (Soft Edge) S2 | Floor

—
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DE LED-Stehleuchte mit rickversetzter Optik und dekorativem Reflektor-
ring. Direkt-indirektstrahlend. Leuchtenschirm aus hochwertig verarbei-
tetem Kunstguss. Gehause-AuBenflaiche und Innendekor in unterschiedli-
chen Lackierungen und Kombinationen erhaltlich, z.B. wei3, silber, graphit,
schwarz, gold oder kupferfarben lackiert. Zu Oberflaichenoptionen- und
Kombinationen siehe Lightnet-Surface-Collection oder Bi-Colour-Aus-
wahl. Microprismenoptik mit optimierter Blendungsbegrenzung speziell fur
Office-Anwendungen. Satinierter Opaldiffusor fur Allgemeinbeleuchtung
mit max. Transmissionsgrad und homogener Lichtpunktaufldsung. Intui-
tives Bedienfeld im Leuchtenmast fUr getrennt stufenlose Dimmung und
Schaltung der Kammern fur Direkt-/Indirektlicht, bei Tunable White oder
Integration von Multisensor- oder Schwarmtechnologie gemeinsame Steu-
erung der Lichtkammern. Optional: HCL-Control fUr automatisches, dem
Tagesverlauf angepasstes, biodynamisches Licht. Farbtemperatur 2200K,
2700K, 3000K, 3500K, 4000K, 6500K oder Tunable White (2700-6500K).
Binning initial = MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full
Spectrum. FuBplatte aus Stahl, Lackierung passend Leuchtenkorper.
4m Anschlusskabel mit landerspezifischem Stecker (EU, CH, UK).

(

}

EN LED free-standing luminaire with a rebated lens optic in a decorative
ring. Direct-indirect light distribution. Luminaire shade made of high-
-quality processed synthetic cast. Outer housing and inner decor avai-
lable in various finishes and combinations, e.g. white, silver, graphite,
black, gold or copper coated. For surface options and combinations, see
Lightnet-Surface-Collection or Bi-Colour selection. Microprismatic screen
with optimized glare reduction for workplaces. Satin opal diffuser for
general lighting with maximum transmittance and uniformity. Intuitive
pole mounted control panel for dimming and switching the direct/indi-
rect light separately, joint control of the light chambers with Tunable White
or integration of multi-sensor or swarm technology. Optional: HCL Control
for automatic, time dependent, biodynamic lighting. Colour temperature
2200K, 2700K, 3000K, 3500K, 4000K, 8500K or Tunable White (2700-
6500K). Binnings MacAdam 3. Colour rendering CRI>80, CRI>90 or Full
Spectrum. Steel Base plate, colour matching luminaire body. 4m power

cable with country-specific plug (EU, CH, UK).

www.skialight.co.uk | 020 3514 4668 | sales@skialight.co.uk



Product Family M: Beam Me Up

Type S2: Direct-Indirect

Optical System
Surface Finish
Control Gear

Colour Rendering

Colour Temperature  22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

Power M: Medium Power

Size Head Lenght in mm: 640 x 340

Base* U: U-Cut Out™™

Reflector W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper, G: Satin Gold

Plug A: Schuko CEE 7/7 (Type E+F), B: CH T12 (Type J), C: UK BS 1363 (Type G), D: Wieland, E: WAGO
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MS2ABX-830M-L640-UG-A

J

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
X: Separately Dimmable, M: Multisensor, R: Swarm Control, B: HCL, C: Casambi

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

**Bases with Soft Corners

2020V 1K <3 185810
16275V < mepium 185810
P. AC = ( G
1P20 @ i 02 ReO ,  POWER =

Microprismatic| Direct-Indirect

350
250

150
Indir.-85% 5, UGR=19

Dir.~15%

L Lumen/Watt  Lumen/Watt
mm  Medium Power High Power

600 11000Im/73W 14500Im/96W

MacAom h

Opal Diffuser | Direct-Indirect

350
250
= 150
Indir.~85% 5o
Dir.-15%
L Lumen/Watt Lumen/Watt
mm  Medium Power High Power

600 10700Im/73W  14200lm/96W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

640MF34%
65 ©
2000
@35
1200
|
I n
S0~ 7
400
W Snow White M Satin Cloud X Satin Bronze
B Jet Black M Satin Cloud B Jet Black

T

Multisensor / HCL
/ Swarm Control

B Jet Black
G Satin Gold

Separately Dimmable

B Jet Black
S Satin Silver

K Satin Copper
B Jet Black
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Beam Me Up (Soft Edge) S5 | Floor

DE LED-Stehleuchte mit rlckversetzter Optik und dekorativem Reflektor-
ring. Direkt-indirektstrahlend. Leuchtenschirm aus hochwertig verarbei-
tetem Kunstguss. Gehduse-AuBenfliche und Innendekor in unterschiedli-
chen Lackierungen und Kombinationen erhaltlich, z.B. weiB, silber, graphit,
schwarz, gold oder kupferfarben lackiert. Zu Oberflachenoptionen- und
Kombinationen siehe Lightnet-Surface-Collection oder Bi-Colour-Auswahl.
Microprismenoptik mit optimierter Blendungsbegrenzung speziell flr
Office-Anwendungen. Satinierter Opaldiffusor fir Allgemeinbeleuchtung
mit max. Transmissionsgrad und homogener Lichtpunktaufldsung. Intuitives
Bedienfeld im Leuchtenmast flr getrennt stufenlose Dimmung und Schal-
tung der Kammern fur Direkt-/Indirektlicht, bei Tunable White oder Integ-
ration von Multisensor- oder Schwarmtechnologie gemeinsame Steuerung
der Lichtkammern. Optional: HCL-Control fUr automatisches, dem Tages-
verlauf angepasstes, biodynamisches Licht. Farbtemperatur 2200K, 2700K,
3000K, 3500K, 4000K, 6500K oder Tunable White (2700-6500K). Binning
initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum.
FuBplatte aus Stahl, Lackierung passend Leuchtenkdrper. 4m Anschlusska-
bel mit landerspezifischem Stecker (EU, CH, UK).

EN LED free-standing luminaire with a rebated lens optic in a decorative
ring. Direct-indirect light distribution. Luminaire shade made of high-quality
processed synthetic cast. Outer housing and inner decor available in various
finishes and combinations, e.g. white, silver, graphite, black, gold or cop-
per coated. For surface options and combinations, see Lightnet-Surface-
-Collection or Bi-Colour selection. Microprismatic screen with optimized
glare reduction for workplaces. Satin opal diffuser for general lighting with
maximum transmittance and uniformity. Intuitive pole mounted control panel
for dimming and switching the direct/indirect light separately, joint control
of the light chambers with Tunable White or integration of multi-sensor
or swarm technology. Optional: HCL Control for automatic, time dependent,
biodynamic lighting. Colour temperature 2200K, 2700K, 3000K, 3500K,
4000K, 6500K or Tunable White (2700-6500K). Binnings MacAdam 3.
Colour rendering CRI>80, CRI>90 or Full Spectrum. Steel Base plate,
colour matching luminaire body. 4m power cable with country-specific
plug (EU, CH, UK).

www.skialight.co.uk | 020 3514 4668 | sales@skialight.co.uk



Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering

Colour Temperature
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MS5ABX-830M-Q640-CG-A

J

M: Beam Me Up

S5: Direct-Indirect

A: Microprismatic, O: Opal Diffuser
W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
X: Separately Dimmable, M: Multisensor, R: Swarm Control, B: HCL, C: Casambi
8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]
22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

Power M: Medium Power

Size Square Size in mm: Q640

Base C: Square*

Reflector W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper, G: Satin Gold
Plug A: Schuko CEE 7/7 (Type E+F), B: CH T12 (Type J), C: UK BS 1363 (Type G), D: Wieland, E: WAGO

*Bases with Soft Corners

220260V < 185810
P20 (D) T maw K peo =3 mmmIE
50-60Hz 50000h

Microprismatic| Direct-Indirect

300

— 200
100
Indir.-75% 5, UGRe19

Dir.~25%

Q Lumen/Watt
mm Medium Power

640  17600lm/115W

MAcADAM

Opal Diffuser | Direct-Indirect

350
250

150
Indir.~75% 50

Dir.~25%

Q Lumen/Watt
mm Medium Power

640  17400lm/115W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

640
65 A
— N\

640"

@35

- -

L—s450—

W Snow White
B Jet Black

M Satin Cloud X Satin Bronze
M Satin Cloud B Jet Black

Multisensor /HCL
/Swarm Control

Separately Dimmable

9 4 T4

B Jet Black B Jet Black K Satin Copper
S Satin Silver G Satin Gold B Jet Black
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Beam Me Up (Soft Edge) S7 | Floor

DE LED-Stehleuchte mit rickversetzter Optik und Innendekor. Direkt-indi-
rektstrahlend. Leuchtenschirm aus hochwertig verarbeitetem Kunstguss.
Gehduse-AuBenfliche und dekorativer Reflektorring in unterschiedlichen
Lackierungen und Kombinationen erhéltlich, z.B. weiB, silber, graphit,
schwarz, gold oder kupferfarben lackiert. Zu Oberflachenoptionen-
und Kombinationen siehe Lightnet-Surface-Collection oder Bi-Colour-
-Auswahl. Microprismenoptik mit optimierter Blendungsbegrenzung
speziell fir Office-Anwendungen. Satinierter Opaldiffusor fur Allgemein-
beleuchtung mit max. Transmissionsgrad und homogener Lichtpunkt-
auflésung. Intuitives Bedienfeld im Leuchtenmast fUr getrennt stufen-
lose Dimmung und Schaltung der Kammern far Direkt-/Indirektlicht, bei
Tunable White gemeinsame Steuerung der Lichtkammern. Farbtemperatur
2200K, 2700K, 3000K, 3500K, 4000K, 6500K oder Tunable White (2700-
6500K). Binning initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90
oder Full Spectrum. FuBplatte aus Stahl, Lackierung passend Leuchten-

korper. 4m Anschlusskabel mit ldnderspezifischem Stecker (EU, CH, UK).

EN LED free-standing luminaire with rebated lens optic and inner decor.
Direct-indirect light distribution. Luminaire shade made of high-quality
processed synthetic cast. Outer housing and decorative reflector ring
available in various finishes and combinations, e.g. white, silver, graphite,
black, gold or copper coated. For surface options and combinations,
see Lightnet-Surface-Collection or Bi-Colour selection. Microprismatic
screen with optimized glare reduction for workplaces. Satin opal diffuser
for general lighting with maximum transmittance and uniformity. Intuitive
control panel in luminaire pole for dimming and switching the direct/indi-
rect light separately, for Tunable White common control of the light cham-
bers. Colour temperature 2200K, 2700K, 3000K, 3500K, 4000K, 6500K
or Tunable White (2700-6500K). Binnings MacAdam 3. Colour rendering
CRI>80, CRI>90 or Full Spectrum. Steel Base plate, colour matching
luminaire body. 4m power cable with country-specific plug (EU, CH, UK).
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MS7ABX-830M-Q640-UG-A

Product Family M: Beam Me Up J
Type ST7: Direct-Indirect

Optical System A: Microprismatic, O: Opal Diffuser

Surface Finish W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
Control Gear X: Separately Dimmable, M: Multisensor, R: Swarm Control, B: HCL, C: Casambi

Colour Rendering 8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

Colour Temperature  22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

Power M: Medium Power

Size Square Size in mm: Q640

Base U: U-Cut-Out*, C: Square®

Reflector W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper, G: Satin Gold
Plug A: Schuko CEE 7/7 (Type E+F), B: CH T12 (Type J), C: UK BS 1363 (Type G), D: Wieland, E: WAGO

*Bases with Soft Corners

mUN ey 1K < iy L8810 UK
17228 @ i oc 02 Reo g POWER oo CE cA

MAcAAM

Microprismatic| Direct-Indirect Opal Diffuser | Direct-Indirect

300 350

— 200 250

100 150

Indir.-75% 5o UGR=19 Indir.~75% 5o

Dir.~25% Dir.~25%

Q Lumen/Watt Q Lumen/Watt
mm Medium Power mm Medium Power
640  17600Im/115W 640  17400lm/115W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

U-Cut-Out Base Square Base

650

640Qp6404

Multisensor / HCL Separately Dimmable
/ Swarm Control

A

frorR
/  /

W Snow White M Satin Cloud X Satin Bronze B Jet Black B Jet Black K Satin Copper
B Jet Black M Satin Cloud B Jet Black S Satin Silver G Satin Gold B Jet Black
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Beam Me Up (Soft Edge) G7/P7 | Suspended

DE LED-Pendelleuchte mit rlckversetzter Optik und dekorativem Reflek-
torring. Direkt-indirekt oder rein direktstrahlend. Leuchtenschirm aus
hochwertig verarbeitetem Kunstguss. Gehause-AuBenfliche und dekora-
tiver Reflektorring in unterschiedlichen Lackierungen und Kombinationen
erhaltlich, z.B. weiB3, silber, graphit, schwarz, gold oder kupferfarben
lackiert. Zu Oberflachenoptionen- und Kombinationen siehe Lightnet-
-Surface-Collection oder Bi-Colour-Auswahl. Microprismenoptik mit opti-
mierter Blendungsbegrenzung speziell fur Office-Anwendungen. Satinier-
ter Opaldiffusor fur Allgemeinbeleuchtung mit max. Transmissionsgrad und
homogener Lichtpunktauflosung. Konverter in Leuchtengehause integriert,
wahlweise einfach schaltbar oder stufenlos dimmbar (DALI, Touch-Dim,
Casambi). Farbtemperatur 2200K, 2700K, 3000K, 3500K, 4000K, 6500K
oder Tunable White (2700-6500K). Binning initial < MacAdam 3. Farbwie-
dergabe CRI>80 oder CRI>90. Stufenlos hdhenverstellbare Zentral- Seil-
abhangung (max. ©1500) oder Parallel-Seilabhdngung mit transparent
ummantelter Zuleitung, alternativ Pendelrohrabhdangung (D400-D700).
Lackierung Baldachin und Pendelrohr passend Leuchtenkorper.

Auf Anfrage: Integration von Notlichtkomponenten, Sensortechnologie.

EN LED pendant luminaire with a rebated lens optic in a decorative ring.
Direct-indirect or direct-only light distribution. Luminaire shade made
of high-quality processed synthetic cast. Outer housing and decorative
reflector ring available in various finishes and combinations, e.g. white,
silver, graphite, black, gold or copper coated. For surface options and
combinations, see Lightnet-Surface-Collection or Bi-Colour selection.
Microprismatic screen with optimized glare reduction for workplaces.
Satin opal diffuser for general lighting with maximum transmittance and
uniformity. Driver integrated into luminaire housing available as switched
or dimmable (DALI, Touch-Dim, Casambi). Colour temperature 2200K,
2700K, 3000K, 3500K, 4000K, 6500K or Tunable White (2700-6500K).
Binning < MacAdam 3. Colour rendering CRI>80 or CRI>90. Height-adjus-
table central cord suspension (max. @1500), parallel cord suspension with
transparent power supply cable or rod suspension (D400-D700). Ceiling
rose and rod suspension colours to match luminaire body. On request:

Integration of emergency lighting components, sensor technology.
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MP7ABL-830M-Q640-KG

Product Family M: Beam Me Up J
Type GT7: Direct only, P7: Direct-Indirect

Optical System A: Microprismatic, O: Opal Diffuser

Surface Finish W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
Control Gear E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW

Colour Rendering 8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

Colour Temperature  22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [Q640-Q840]

Power M: Medium Power, H: High Power
Size Square Size in mm: Q440, Q640, Q840
Suspension P: Tube Suspension, K: Parallel Suspension, U: Central Suspension
Reflector W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper, G: Satin Gold
On Request Radar Sensor, Emergency Module [Q640-Q840]
220260V 185810 180810
1P20 e maz AR oo S3wmm=s am = (€ ER
Microprismatic | Direct-Indirect Microprismatic | Direct Opal Diffuser | Direct-Indirect Opeal Diffuser | Direct

Indir.~-35% UGR=19 UGR=19 ( Indir.~-35% Dir.100%
Dir.-65% 50 150 for Medium Dir.-65% 100 00
& 150 250\ POy 150 200
/ 250 350 200 300
! 350 450 250 400
Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt
mm  Medium Power High Power mm  Medium Power High Power mm  Medium Power High Power mm  Medium Power High Power
440 2930Im/23W 3890Im/31W 440 2060Im/18W 2720Im/23W 440 2950Im/23W 3910Im/31W 440  2080Im/18W 2740Im/23W
640  6790Im/54W 9230Im/73W 640  4800Im/39W 6480Im/53W 640  6830Im/54W 9290Im/73W 640  4840Im/39W 6540Im/53W
840  10780Im/86W  14900Im/121W 840  7720Im/65W  10450Im/90W 840  10840Im/86W  14990Im/121W 840  7780Im/65W  10540Im/90W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
Tube Suspension Parallel Suspension Central Suspension

@150 @150
1 —
T35 B J y
@ 1= }
@25
min. 200 min. 200
max. on request max. 4000

y 4

4

W Snow White M Satin Cloud X Satin Bronze B Jet Black B Jet Black K Satin Copper
B Jet Black M Satin Cloud B Jet Black S Satin Silver G Satin Gold B Jet Black
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Beam Me Up (Soft Edge) G8/P8 | Suspended

DE LED-Pendelleuchte mit rickversetzter Optik und dekorativem Reflektor-
ring. Direkt-indirekt oder rein direktstrahlend. Leuchtenschirm aus hoch-
wertig verarbeitetem, glasfaserverstarktem Kunstguss. Gehause-AuBenfla-
che und dekorativer Reflektorring in unterschiedlichen Lackierungen und
Kombinationen erhaltlich, z.B. weiR3, silber, graphit, schwarz, gold oder
kupferfarben lackiert. Zu Oberflachenoptionen- und Kombinationen siehe
Lightnet-Surface-Collection oder Bi-Colour-Auswahl. Microprismenoptik
mit optimierter Blendungsbegrenzung speziell fir Office-Anwendungen.
Satinierter Opaldiffusor flr Allgemeinbeleuchtung mit max. Transmis-
sionsgrad und homogener Lichtpunktauflosung. Konverter in Leuchten-
gehause integriert, wahlweise einfach schaltbar oder stufenlos dimmbar
(DALI, Touch-Dim, Casambi). Farbtemperatur 2200K, 2700K, 3000K,
3500K, 4000K, 6500K oder Tunable White (2700-6500K). Binning initial
< MacAdam 3. Farbwiedergabe CRI>80 oder CRI>90. Stufenlos héhen-
verstellbare Zentral-Seilabhangung oder Parallel-Seilabhdngung mit trans-
parent ummantelter Zuleitung, alternativ Pendelrohrabhdngung. Lackierung
Baldachin und Pendelrohr passend Leuchtenkdrper. Auf Anfrage: Integra-

tion von Notlichtkomponenten, Sensortechnologie.

EN LED pendant luminaire with a rebated lens optic in a decorative ring.
Direct-indirect or direct-only light distribution. Luminaire shade made
of high-quality processed synthetic cast. Outer housing and decorative
reflector ring available in various finishes and combinations, e.g. white,
silver, graphite, black, gold or copper coated. For surface options and
combinations, see Lightnet-Surface-Collection or Bi-Colour selection.
Microprismatic screen with optimized glare reduction for workplaces.
Satin opal diffuser for general lighting with maximum transmittance and
homogeneous lighting. Driver integrated into luminaire housing, avai-
lable as switched or dimmable (DALI, Touch-Dim, Casambi). Colour
temperature 2200K, 2700K, 3000K, 3500K, 4000K, 6500K or Tunable
White (2700-6500K). Binning < MacAdam 3. Colour rendering CRI>80
or CRI>90. Height-adjustable central cord suspension, parallel cord sus-
pension with transparent power supply cable or rod suspension. Ceiling
rose and rod suspension colour to match luminaire body. On request:

Integration of emergency lighting components and sensor technology.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering

Colour Temperature
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MP8OAL-830M-L990-UG

J

M: Beam Me Up

G8: Direct only, P8: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

Power M: Medium Power, H: High Power
Size Luminaire Length in mm: L990, L1290, L1590
Suspension P: Tube Suspension, K: Parallel Suspension
Reflector W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper, G: Satin Gold
On Request Radar Sensor, Emergency Module
i 1K < LESEI0 160810 UK
P20 (D T mmv K ogeo 3 owmmTE e (€ K
Microprismatic | Direct-Indirect Microprismatic | Direct Opal Diffuser | Direct-Indirect Opeal Diffuser | Direct
4 Indir.-40% UGR=19 UGR=19 ( Indir.-35% Dir.100%
A Dir-sox 50 150 /. fo Medium Dir.-65% 100 10,
: 150 250 | Power 150 200
/ 250 350 200 300
! 350 450 250 400
L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt
mm  Medium Power High Power mm  Medium Power High Power mm  Medium Power High Power mm  Medium Power High Power
990  3760Im/31W 5070Im/40W 990  2280Im/19W 3150Im/27W 990  3860Im/31W 5210Im/40W 990  2380Im/19W 3290Im/27W
1290 5010Im/39W 6810Im/52W 1290 3040Im/24W 4260Im/34W 1290 5140lm/39W 6930Im/52W 1290 3170Im/24W 4380Im/34W
1590 6480Im/49W 8450Im/65W 1590 4020Im/32W 5260Im/42W 1590 6610Im/49W 8660Im/65W 1590 4150Im/32W 5470Im/42W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
Tube Suspension Parallel Suspension
]
-4 | n
' &
¥
min. 200 min. 200
max. on request max. 4000
65
L /
Lo JL—"
N
-
9
B Jet Black B Jet Black B Jet Black B Jet Black B Jet Black B Jet Black
W Snow White S Satin Silver U Urban Graphite G Satin Gold K Satin Copper X Satin Bronze
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Beam Me Up (Soft Edge) A7 | Surface

DE LED-Anbauleuchte fUr Deckenmontage mit rlckversetzter Optik und
dekorativem Reflektorring. Direktstrahlend mit indirekter Lichtkorona oder
rein direktstrahlend. Leuchtenschirm aus hochwertig verarbeitetem Kunst-
guss. Gehause-AuBenflache und dekorativer Reflektorring in unterschied-
lichen Lackierungen und Kombinationen erhaltlich, z.B. weif3, silber, graphit,
schwarz, gold oder kupferfarben lackiert. Zu Oberflachenoptionen- und
Kombinationen siehe Lightnet-Surface-Collection oder Bi-Colour-Aus-
wahl. Microprismenoptik mit optimierter Blendungsbegrenzung speziell fur
Office-Anwendungen. Satinierter Opaldiffusor fir Allgemeinbeleuchtung
mit max. Transmissionsgrad und homogener Lichtpunktaufldsung. Kon-
verter in Leuchtengehduse integriert, wahlweise einfach schaltbar oder
stufenlos dimmbar (DALI, Touch-Dim, Casambi). Farbtemperatur 2200K,
2700K, 3000K, 3500K, 4000K, 6500K oder Tunable White. Binning ini-
tial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum.

EN LED surface-mounted luminaire for ceilings with a rebated lens
optic in a decorative ring. Direct-indirect or direct-only light distribution.
Luminaire shade made of high-quality processed synthetic cast. Outer
housing and decorative reflector ring available in various finishes and
combinations, e.g. white, silver, graphite, black, gold or copper coated.
For surface options and combinations, see Lightnet-Surface-Collection
or Bi-Colour selection. Microprismatic screen with optimized glare reduc-
tion for workplaces. Satin opal diffuser for general lighting with maximum
transmittance and homogeneous lighting. Driver integrated into luminaire
housing, available as switched or dimmable (DALI, Touch-Dim, Casambi).
Colour temperature 2200K, 2700K, 3000K, 3500K, 4000K, 6500K
or Tunable White. Binnings MacAdam 3. Colour rendering CRI>80,
CRI>90 or Full Spectrum.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Size

Reflector

On Request

M: Beam Me Up

25

MA7ABL-830M-Q440-K

J

AT: Direct only

A: Microprismatic, O: Opal Diffuser
W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW
8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]
22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [Q640-Q840]
M: Medium Power, H: High Power

Luminaire Diameter in mm: Q440, Q640, Q840

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper, G: Satin Gold

Radar Sensor, Emergency Module [Q640-Q840]

220240V
IP20 @ ﬁﬂﬁkz

Microprismatic | Direct

/;’ Dir.100%

D Lumen/Watt
mm  Medium Power
440 2060Im/18W
640  4800Im/39W
840  7720Im/65W

UGR=19

150 tor Medium
250 Power

350
450

Lumen/Watt
High Power

2720Im/23W
6480Im/53W

10450Im/90W

176275V

oc

D
mm
440
640
840

% reo 53 =
02 500000

MAcADAM

Opal Diffuser | Direct

Dir.100%

100

200

300

400
Lumen/Watt Lumen/Watt
Medium Power High Power
2080Im/18W 2740lm/23W
4840Im/39W 6540Im/53W
7780Im/65W  10540lm/90W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

. s

W Snow White
B Jet Black

M Satin Cloud
M Satin Cloud

X Satin Bronze

B Jet Black

Higy 130810
POWER . —
50000

UK
cA

faoaR
/

fom-
y 4

4
B Jet Black B Jet Black K Satin Copper
S Satin Silver G Satin Gold B Jet Black
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Beam Me Up (Soft Edge) A8 | Surface

DE LED-Anbauleuchte fir Wand- oder Deckenmontage mit rlckversetzter
Optik und dekorativem Reflektorring. Direktstrahlend mit indirekter Licht-
korona oder rein direktstrahlend. Leuchtenschirm aus hochwertig verar-
beitetem Kunstguss. Gehause-AuBenflaiche und dekorativer Reflektorring
in unterschiedlichen Lackierungen und Kombinationen erhaltlich, z.B. weiB3,
silber, graphit, schwarz, gold oder kupferfarben lackiert. Zu Oberflachen-
optionen- und Kombinationen siehe Lightnet-Surface-Collection oder
Bi-Colour-Auswahl. Microprismenoptik mit optimierter Blendungsbegren-
zungspeziellfir Office-Anwendungen. Satinierter Opaldiffusor fir Allgemein-
beleuchtung mit max. Transmissionsgrad und homogener Lichtpunktaufld-
sung. Konverter in Leuchtengehause integriert, wahlweise einfach schaltbar
oder stufenlos dimmbar (DALI, Touch-Dim, Casambi). Farbtemperatur
2200K, 2700K, 3000K, 3500K, 4000K, 6500K oder Tunable White. Binning
initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum.

EN LED surface-mounted luminaire for walls and ceilings with a rebated
lens optic in a decorative ring. Direct-indirect or direct-only light distri-
bution. Luminaire shade made of high-quality processed synthetic cast.
Outer housing and decorative reflector ring available in various finishes
and combinations, e.g. white, silver, graphite, black, gold or copper
coated. For surface options and combinations, see Lightnet-Surface-
-Collection or Bi-Colour selection. Microprismatic screen with optimized
glare reduction for workplaces. Satin opal diffuser for general lighting with
maximum transmittance and homogeneous lighting. Driver integrated into
luminaire housing, available as switched or dimmable (DALI, Touch-Dim,
Casambi). Colour temperature 2200K, 2700K, 3000K, 3500K, 4000K,
6500K or Tunable White. Binning<s MacAdam 3. Colour rendering CRI>80,
CRI>90 or Full Spectrum.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering

Colour Temperature

27

MAB8OAL-830M-L990-G

M: Beam Me Up J

A8: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: lvory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper

E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

Power M: Medium Power, H: High Power
Size Luminaire Lenght in mm: L990, L1290, L1590
Reflector W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper, G: Satin Gold
On Request Radar Sensor, Emergency Module
P20 (D) TEM mrw K peo <3 I I (€ BN
Microprismatic | Direct Opal Diffuser | Direct

4 Dir.100%

y

L Lumen/Watt
mm  Medium Power

990 2280Im/19W

1290 3040Im/24W
1590 4020Im/32W

UGR=19 Dir.100%

150 o Medium 100

250  Pover 200

350 300

450 400
Lumen/Watt L Lumen/Watt Lumen/Watt
High Power mm  Medium Power High Power
3150Im/27W 990 2380Im/19W 3290Im/27W
4260Im/34W 1290 3170Im/24W 4380Im/34W
5260Im/42W 1590 4150Im/32W 5470Im/42W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

>ee

B Jet Black
W Snow White

N N

B Jet Black B Jet Black B Jet Black B Jet Black B Jet Black
S Satin Silver U Urban Graphite G Satin Gold K Satin Copper X Satin Bronze
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Caleo Evolution F2 | Floor

DE LED-Stehleuchte. Direkt-indirektstrahlend. Leuchtenkdrper aus Alu-
miniumprofil. Oberflache wei3, silber, graphit, schwarz, kupfer oder
bronzefarben lackiert. Weitere Oberflachenoptionen siehe Lightnet-
-Surface-Collection oder RAL nach Wahl. Microprismenoptik mit opti-
mierter Blendungsbegrenzung speziell fur Office-Anwendungen bei voll-
standiger Lichtpunktauflésung. Intuitives Bedienfeld im Leuchtenmast
fUr getrennt stufenlose Dimmung und Schaltung der Kammern fur Direkt-/
Indirektlicht. Farbtemperatur 2700K, 3000K, 3500K, 4000K oder 6500K.
Binning initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder
Full Spectrum. FuBplatte aus Stahl, optional mit U- oder Side-Cut-Out
fUr unterschiedliche TischausfUhrungen, Lackierung passend Leuchten-

korper. 4m Anschlusskabel mit ldnderspezifischem Stecker (EU, CH, UK).

EN LED free-standing luminaire. Direct-indirect light distribution. Lumi-
naire body made of aluminium profile. Surface white, silver, graphite,
black, copper or bronze coated. For further surface options see Lightnet-
-Surface-Collection or RAL of your choice. Microprismatic screen with
optimized glare reduction for workplaces with uniform and enhanced light
transmission. Intuitive control panel in luminaire pole for dimming and
switching the direct/indirect light separately. Colour temperature 2700K,
3000K, 3500K, 4000K or 6500K. Binnings MacAdam 3. Colour rendering
CRI>80, CRI>90 or Full Spectrum. Steel base plate, with U- or Side Cut-Out
for different table designs, colour matching luminaire body. 4m power cable

with country-specific plug (EU, CH, UK).

www.skialight.co.uk | 020 3514 4668 | sales@skialight.co.uk



Product Family
Type
Optical System

Surface Finish

Control Gear
Colour Rendering
Colour Temperature
Power

Size

Base*

Plug

Microprismatic| Direct-Indirect

Indir.~85%

Dir.~15%

L Lumen/Watt
mm  Medium Power

600 11100Im/68W 15300Im/92W

29

AF2ABX-830 M-L600-U-A

J

A: Caleo

F2: Direct-Indirect

A: Microprismatic, O: Opal

W: Snow White, V: lvory White, S: Radiant Silver, U: Urban Graphite,

B: Jet Black, X: Satin Bronze, K: Satin Copper, A: Satin Silver

X: Separately Dimmable, M: Multisensor, R: Swarm Control, B: HCL, C: Casambi

8: CRI>80, 9: CRI>90, F: Full Spectrum

27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power

Head Length in mm: L600

U: U-Cut-Out, I : T-Shape
A: Schuko CEE 7/7 (Type E+F), B: CH T12 (Type J), C: UK BS 1363 (Type G), D: Wieland, E: WAGO

*Bases with Soft Corners

220-260V 85810 80810
P D TE e g reo 3 mmIR amT (€

MacAoatt 500000 500000

Opal Diffuser | Direct-Indirect

300 350
200 _ 250
"
100 150
50 UGR=19 Indir.-85% 5
Dir.~15%
Lumen/Watt L Lumen/Watt  Lumen/Watt
High Power mm  Medium Power High Power

600 10800Im/68W 15000Im/92W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

U- Cut-Out Base

T- Shape Base

680 |
600— 117300

1200

26| o

e =

- 33 <\\

= %0450 550 ~160 _>
450
W Snow White S Satin Silver B Jet Black X Satin Bronze

Multisensor/HCL
/Swarm Control

o/

G Satin Gold

Separately Dimmable

K Satin Copper
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Caleo Evolution F4 | Floor

DE LED-Stehleuchte. Direkt-indirektstrahlend. Leuchtenkdrper aus Alu-
miniumprofil. Oberflache weil3, silber, graphit, schwarz, kupfer oder
bronzefarben lackiert. Weitere Oberflachenoptionen siehe Lightnet-Sur-
face-Collection oder RAL nach Wahl. Microprismenoptik mit optimierter
Blendungsbegrenzung speziell fir Office-Anwendungen bei vollstandiger
Lichtpunktauflosung. Intuitives Bedienfeld im Leuchtenmast fUr getrennt
stufenlose Dimmung und Schaltung der Kammern fur Direkt-/Indirektlicht.
Farbtemperatur 2700K, 3000K, 3500K, 4000K oder 6500K. Binning ini-
tial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum.
FuBplatte aus Stahl, Lackierung passend Leuchtenkdrper. 4m Anschluss-
kabel mit landerspezifischem Stecker (EU, CH, UK).

EN LED free-standing luminaire. Direct-indirect light distribution.
Luminaire body made of aluminium profile. Surface white, silver, graphite,
black, copper or bronze coated. For further surface options see Lightnet-
-Surface-Collection or RAL of your choice. Microprismatic screen with
optimized glare reduction for workplaces with uniform and enhanced light
transmission. Intuitive control panel in luminaire pole for dimming and
switching the direct/indirect light separately. Colour temperature 2700K,
3000K, 3500K, 4000K or 6500K. Binnings MacAdam 3. Colour rende-
ring CRI>80, CRI>90 or Full Spectrum. Steel Base plate, colour matching
luminaire body. 4m power cable with country-specific plug (EU, CH, UK).
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Product Family
Type
Optical System

Surface Finish

Control Gear
Colour Rendering

Colour Temperature

31

AF4ABX-830 M-Q600-C-A

J

A: Caleo

F4: Direct-Indirect

A: Microprismatic, O: Opal

W: Snow White, V: lvory White, S: Radiant Silver, U: Urban Graphite,

B: Jet Black, X: Satin Bronze, K: Satin Copper, A: Satin Silver

X: Separately Dimmable, C: Casambi, M: Multisensor, R: Swarm Control, B: HCL

8: CRI>80, 9: CRI>90, F: Full Spectrum

27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

Power M: Medium Power
Size Head Size in mm: Q600
Base C: Square*, X: X-Shape*
Plug A: Schuko CEE 7/7 (Type E+F), B: CH T12 (Type J), C: UK BS 1363 (Type G), D: Wieland, E: WAGO
*Bases with Soft Corners
P20 (D) TE ommw K opeo 23 i (€ K
Microprismatic| Direct-Indirect Opal Diffuser | Direct-Indirect
300 350
200 250
100 150
Indir.-75% g5 UGR=19 Indir.~75% 54
Dir.-25% Dir.-25%
Q Lumen/Watt Q Lumen/Watt
mm Medium Power mm Medium Power
640  17600Im/115W 640  17400lm/115W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

X-Shape Base Square Base

2000

1200

40<

W Snow White

550 550

S Satin Silver B Jet Black X Satin Bronze

www.skialight.co.uk |

Multisensor/HCL Separately Dimmable
/Swarm Control

/

G Satin Gold K Satin Copper
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Caleo Evolution Y7/X7 | Wall

DE LED-Anbauleuchte fur Wand- und Deckenmontage. Direktstrahlend
mit indirekter Lichtkorona oder rein direktstrahlend. Leuchtenk&rper aus
Aluminiumprofil. Oberflache weiB, silber, graphit, schwarz, kupfer oder
bronzefarben lackiert. Weitere Oberflaichenoptionen siehe Lightnet-
-Surface-Collection oder RAL nach Wahl. Microprismenoptik mit optimier-
ter Blendungsbegrenzung speziell fur Office-Anwendungen. Satinierter
Opaldiffusor fUr Allgemeinbeleuchtung mit max. Transmissionsgrad und
homogener Lichtpunktauflésung. Konverter in Leuchtengehéuse integ-
riert, wahlweise einfach schaltbar oder stufenlos dimmbar (DALI, Touch-
Dim, Casambi). Farbtemperatur 2200K, 2700K, 3000K, 3500K, 4000K,
6500K oder Tunable White (2700-6500K). Binning initial < MacAdam 3.
Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum. Auf Anfrage: Integ-

ration von Notlichtkomponenten.

EN LED surface-mounted luminaire for walls and ceilings. Direct light
distribution and indirect lighting corona or direct only light distribution.
Luminaire body made of aluminium profile. Surface white, silver, graphite,
black, copper or bronze coated. For further surface options see Lightnet-
-Surface-Collection or RAL of your choice. Microprismatic screen with
optimized glare reduction for workplaces. Satin opal diffuser for general
lighting with maximum transmittance and homogeneous lighting. Driver
integrated into luminaire housing, available as switched or dimmable
(DALI, Touch-Dim, Casambi). Colour temperature 2200K, 2700K, 3000K,
3500K, 4000K, 6500K or Tunable White (2700-6500K). Binning<
MacAdam 3. Colour rendering CRI>80, CRI>90 or Full Spectrum. On re-

quest: Integration of emergency lighting components.
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AX7AWE-830M-Q300

Product Family A: Caleo J
Type XT7: Direct-Indirect, Y7: Direct Only
Optical System A: Microprismatic, O: Opal Diffuser
Surface Finish W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
Control Gear E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW
Colour Rendering 8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]
Colour Temperature 22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White (Q400-Q800)
Power M: Medium Power, H: High Power
Size Square Size in mm: Q300, Q400, Q500, @600, Q800

iPao (D) T mmv K peo =3 T @ (€ K

Microprismatic | Direct-Indirect Microprismatic | Direct Opal Diffuser | Direct-Indirect Opal Diffuser | Direct
E — — My
Indir.~35% UGR=19 Dir.100% UGR=19 Indir.~35% Dir.100%
Dir.-65% 50 100 /o1 Mectum Dir.-65% 100 220

. 300 Poier 150 400

250 600 200 600

350 1000 250 800
Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt
mm Medium Power High Power mm Medium Power High Power mm Medium Power High Power mm Medium Power High Power
300 1990Im/17W 2700Im/22W 300 1230Im/11W 1670Im/15W 300 2000Im/17W 2720Im/22W 300 1240Im/11W 1690Im/15W
400 2930Im/23W 3890Im/31W 400 2060Im/18W 2720Im/23W 400 2950Im/23W 3910Im/31W 400 2080Im/18W 2740Im/23W
500 5140Im/39W 6720Im/52W 500 3180Im/26W 4180Im/35W 500 5170Im/39W 6760Im/52W 500 3210Im/26W 4220Im/35W
600 6790Im/54W 9230Im/73W 600 4800Im/39W 6480Im/53W 600 6830Im/54W 9290Im/73W 600 4840Im/39W 6540Im/53W
800 10780Im/86W 14900Im/121W 800 7720lm/65W 10450Im/90W 800 10840Im/86W 14990Im/121W 800 7780Im/65W 10540lm/90W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
Q
’ u\/

25
[ —
20 Q
W Snow White S Satin Silver B Jet Black X Satin Bronze G Satin Gold K Satin Copper
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Caleo Evolution G8/P8 | Suspended

DE LED-Pendelleuchte. Direkt-indirekt oder rein direktstrahlend. Leuchten-
korper aus Aluminiumprofil. Oberflache weiB, silber, graphit, schwarz, kupfer
oder bronzefarben lackiert. Weitere Oberflichenoptionen siehe Lightnet-
-Surface-Collection oder RAL nach Wahl. Microprismenoptik mit optimierter
Blendungsbegrenzung speziell fir Office-Anwendungen. Satinierter Opaldif-
fusor fur Allgemeinbeleuchtung mit max. Transmissionsgrad und homogener
Lichtpunktauflésung. Konverter in Leuchtengehduse integriert, wahlweise
einfach schaltbar oder stufenlos dimmbar (DALI, Touch-Dim, Casambi). Farb-
temperatur 2200K, 2700K, 3000K, 3500K, 4000K oder 6500K. Binning initial
< MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum.
Stufenlos héhenverstellbare Parallel- oder Y-Seilabhdngung mit transparent
ummantelter Zuleitung oder Pendelrohrabhdngung. Lackierung Baldachin
passend Leuchtenkdrper. Auf Anfrage: Integration von Notlichtkomponenten.

EN LED pendant luminaire. Direct-indirect or direct-only light distribution.
Luminaire body made of aluminium profile. Surface white, silver, graphite,
black, copper or bronze coated. For further surface options see Light-
net-Surface-Collection or RAL of your choice. Microprismatic screen with
optimized glare reduction. Satin opal diffuser for general lighting with
maximum transmittance and uniformity. Driver integrated into luminaire
housing, available as switched or dimmable (DALI, Touch-Dim, Casam-
bi). Colour temperature 2200K, 2700K, 3000K, 3500K, 4000K or 6500K.
Binnings MacAdam 3. Colour rendering CRI>80, CRI>90 or Full Spec-
trum. Height-adjustable parallel or Y-cord suspension with transparent
power supply cable or rod suspension. Ceiling rose colour to match lumi-

naire body. On request: Integration of emergency lighting components.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Size

Suspension

A: Caleo

35

AP8AWE-830M-L900-K

J

G8: Direct only, P8: Direct-Indirect

A: Microprismatic, O: Opal Diffuser
W: Snow White, V: lvory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper

E: On/Off, L: DALI, H: Touch-Dim, M: Multisensor, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]
22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White

M: Medium Power, H: High Power

Luminaire Length in mm: L900, L1200, L1500

K: Parallel Suspension, Y: Y-Cord Suspension, P: Tube Suspension

WUV gy K S3  weouw S0 gy 1080 UK
100 @ wine 02 RO L. FoweR o rowe oo cA
Microprismatic | Direct-Indirect Microprismatic | Direct Opal Diffuser | Direct-Indirect Opal Diffuser | Direct
Indir.-40% UGR=19 Dir.100% UGR=19 Indir.-35% Dir.100%

Dir.-60% 50 for Medium Dir.-65% 100 200,

o 300  Power 150 400

250 600 200 600

350 1000 250 800
L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt
mm  Medium Power  High Power mm  Medium Power  High Power mm  Medium Power  High Power mm  Medium Power  High Power
900 3760Im/31W  5070Im/40W 900 2280Im/19W 3150Im/27W 900 3860Im/31W  5210lm/40W 900 2380Im/19W  3290Im/27W
1200  5010Im/39W  6810Im/52W 1200  3040Im/24W  4260Im/34W 1200  5140Im/39W  6930Im/52W 1200  3170Im/24W  4380Im/34W
1500  6480Im/49W  8450Im/65W 1500  4020Im/32W  5260Im/42W 1500  6610im/49W  8660Im/65W 1500  4150Im/32W  5470Im/42W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
Parallel Suspension Y-Cord Suspension Tube Suspension
— —_ T 7
@150 @25
35
’ & .
1%’2‘)5 min. 200 min. 200 min. 200
;=22 max. 1500 max. 1500 max. on regest
— : >) - N
_~ - -
_— — /// ol
| _— _—
" -
[ ,_/// [ ,_///
W Snow White S Radiant Silver B Jet Black X Satin Bronze G Satin Gold K Satin Copper
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Caleo Evolution G7/P7 | Suspended

DE LED-Pendelleuchte. Direkt-indirekt oder rein direktstrahlend. Leuchten-
korper aus Aluminiumprofil. Oberflache weif3, silber, graphit, schwarz, kupfer
oder bronzefarben lackiert. Weitere Oberflaichenoptionen siehe Lightnet-
Surface-Collection oder RAL nach Wahl. Microprismenoptik mit optimier-
ter Blendungsbegrenzung speziell fur Office-Anwendungen. Satinierter
Opaldiffusor fur Allgemeinbeleuchtung mit max. Transmissionsgrad und
homogener Lichtpunktauflésung. Konverter in Leuchtengehduse integriert,
wahlweise einfach schaltbar oder stufenlos dimmbar (DALI, Touch-Dim,
Casambi). Farbtemperatur 2200K, 2700K, 3000K, 3500K, 4000K oder
6500K. Binning initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder
Full Spectrum. Stufenlos hoéhenverstellbare Parallelseil-Abhangung mit
transparent ummantelter Zuleitung oder Pendelrohrabhangung. Lackierung
Baldachin passend Leuchtenkérper. Auf Anfrage: Integration von Notlicht-

komponenten.

EN LED pendant luminaire. Direct-indirect or direct-only light distribu-
tion. Luminaire body made of aluminium profile. Surface white, silver,
graphite, black, copper or bronze coated. For further surface options
see Lightnet-Surface-Collection or RAL of your choice. Microprismatic
screen with optimized glare reduction for workplaces. Satin opal diffu-
ser for general lighting with maximum transmittance and homogeneous
lighting. Driver integrated into luminaire housing, available as switched
or dimmable (DALI, Touch-Dim, Casambi). Colour temperature 2200K,
2700K, 3000K, 3500K, 4000K or 6500K. Binnings MacAdam 3. Colour
rendering CRI>80, CRI>90 or Full Spectrum. Height-adjustable parallel
cord suspension with transparent power supply cable or rod suspension.
Ceiling rose colour to match luminaire body. On request: Integration
of emergency lighting components.
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AP7AWE-830M-Q300-K

Product Family A: Caleo J
Type GT: Direct only, PT: Direct-Indirect

Optical System A: Microprismatic, O: Opal Diffuser

Surface Finish W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
Control Gear E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW

Colour Rendering 8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

Colour Temperature 22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White (Q400 - Q800)
Power M: Medium Power, H: High Power

Size Square Size in mm: @300, Q400, @500, @600, Q800

Suspension K: Parallel Suspension, P: Tube Suspension (Q400 - Q800)

MacADAM

2200 1K <3 Les810 L0810 UK
P40 @ SO yae15v RGO S mepiuw L85B0 gy L80BIO
o 02 i = ik = C€ 2§

Microprismatic | Direct-Indirect Microprismatic | Direct Opal Diffuser | Direct-Indirect Opal Diffuser | Direct
Indir.~-35% UGR=19 Dir.100% UGR=19 Indir.~35% Dir.100%
Dir.-65% 50 200 5 Medium Dir.-65% 100 220
150 300  Power 150 400
250 600 200 600
350 1000 250 800
Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt
mm Medium Power High Power mm Medium Power High Power mm Medium Power High Power mm Medium Power High Power
300 1990Im/17W 2700Im/22W 300  1230Im/11W 1670Im/15W 300  2000Im/17W 2720Im/22W 300 1240Im/11W 1690Im/15W
400 2930Im/23W 3890Im/31W 400 2060Im/18W 2720Im/23W 400  2950Im/23W 3910Im/31W 400  2080Im/18W 2740lm/23W
500 5140Im/39W 6720Im/52W 500 3180Im/26W 4180Im/35W 500 5170Im/39W 6760Im/52W 500 3210Im/26W 4220Im/35W
600  6790Im/54W 9230Im/73W 600  4800Im/39W 6480Im/53W 600  6830Im/54W 9290Im/73W 600  4840Im/39W 6540Im/53W
800 10780Im/86W 14900Im/121W 800 7720Im/65W  10450Im/90W 800 10840Im/86W 14990Im/121W 800 7780Im/65W  10540lm/90W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Parallel Suspension Tube Suspension
105 g @150
105/% T
22 &P
min. 200 D25 min. 200
max. 1500 ‘\ max. on regest
S ——— S A st st
/
- /
Q— |
W Snow White S Satin Silver B Jet Black X Satin Bronze G Satin Gold K Satin Copper
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Caleo Evolution Y8/X8 | Surface

DE LED-Anbauleuchte fur Wand- und Deckenmontage. Direktstrahlend
mit indirekter Lichtkorona oder rein direktstrahlend. Leuchtenkdrper aus
Aluminiumprofil. Oberflache weif3, silber, graphit, schwarz, kupfer oder
bronzefarben lackiert. Weitere Oberflachenoptionen siehe Lightnet-
-Surface-Collection oder RAL nach Wahl. Microprismenoptik mit optimier-
ter Blendungsbegrenzung speziell fur Office-Anwendungen. Satinierter
Opaldiffusor fUr Allgemeinbeleuchtung mit max. Transmissionsgrad und
homogener Lichtpunktaufldsung. Konverter in Leuchtengehduse integ-
riert, wahlweise einfach schaltbar oder stufenlos dimmbar (DALI, Touch-
Dim, Casambi). Farbtemperatur 2200K, 2700K, 3000K, 3500K, 4000K
oder 6500K. Binning initial < MacAdam 3. Farbwiedergabe CRI>80,
CRI>90 oder Full Spectrum.

EN LED surface-mounted luminaire for walls and ceilings. Direct light
distribution and indirect lighting corona or direct only light distribution.
Luminaire body made of aluminium profile. Surface white, silver, graphite,
black, copper or bronze coated. For further surface options see Lightnet-
-Surface-Collection or RAL of your choice. Microprismatic screen with
optimized glare reduction for workplaces. Satin opal diffuser for general
lighting with maximum transmittance and uniformity. Driver integrated into
luminaire housing, available as switched or dimmable (DALI, Touch-Dim,
Casambi). Colour temperature 2200K, 2700K, 3000K, 3500K, 4000K
or 6500K. Binnings MacAdam 3. Colour rendering CRI>80, CRI>90

or Full Spectrum.
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A X8 AWE-830 M-L900

Product Family A: Caleo J
Type X8: Direct-Indirect, Y8: Direct only

Optical System A: Microprismatic, O: Opal Diffuser

Surface Finish W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
Control Gear E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW

Colour Rendering 8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

Colour Temperature 22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White

Power M: Medium Power, H: High Power

Size Luminaire Length in mm: L900, L1200, L1500

220240V 185810 180810
ra0 (D mm K Reo 33 pmmt aa = (€ HK

A
steohe O MAchoAM 53000

Microprismatic | Direct-Indirect Microprismatic | Direct Opal Diffuser | Direct-Indirect Opeal Diffuser | Direct
Indir.~40% UGR=19 Dir.100% UGR=19 Indir.~35% Dir.100%
Dir.-60% 50 200 5 Medium Dir.-65% 100 220
150 300 Power 150 400
250 600 200 600
350 1000 250 800
L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt
mm Medium Power  High Power mm Medium Power  High Power mm Medium Power  High Power mm Medium Power  High Power
900  3760Im/31W  5070Im/40W 900  2280Im/19W  3150Im/27W 900  3860Im/31W  5210im/40W 900  2380Im/19W  3290Im/27W
1200  5010Im/39W  6810Im/52W 1200 3040Im/24W  4260Im/34W 1200  5140Im/39W  6930Im/52W 1200  3170Im/24W  4380Im/34W
1500  6480Im/49W  8450Im/65W 1500  4020Im/32W  5260Im/42W 1500  6610Im/49W  8660Im/65W 1500  4150Im/32W  5470Im/42W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

v

W Snow White S Radiant Silver B Jet Black X Satin Bronze G Satin Gold K Satin Copper
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Caleo Evolution Y7/X7 | Surface

DE LED-Anbauleuchte fur Wand- und Deckenmontage. Direktstrahlend
mit indirekter Lichtkorona oder rein direktstrahlend. Leuchtenkérper aus
Aluminiumprofil. Oberfliche weiB3, silber, graphit, schwarz, kupfer oder
bronzefarben lackiert. Weitere Oberflaichenoptionen siehe Lightnet-Sur-
face-Collection oder RAL nach Wahl. Microprismenoptik mit optimierter
Blendungsbegrenzung speziell fur Office-Anwendungen. Satinierter Opal-
diffusor fur Allgemeinbeleuchtung mit max. Transmissionsgrad und homo-
gener Lichtpunktaufldsung. Konverter in Leuchtengehduse integriert,
wahlweise einfach schaltbar oder stufenlos dimmbar (DALI, Touch-Dim,
Casambi). Farbtemperatur 2200K, 2700K, 3000K, 3500K, 4000K, 6500K
oder Tunable White (2700-6500K). Binning initial < MacAdam 3. Farbwie-
dergabe CRI>80, CRI>90 oder Full Spectrum. Auf Anfrage: Integration
von Notlichtkomponenten.

EN LED surface-mounted luminaire for walls and ceilings. Direct light
distribution and indirect lighting corona or direct only light distribution.
Luminaire body made of aluminium profile. Surface white, silver, graphite,
black, copper or bronze coated. For further surface options see Lightnet-
Surface-Collection or RAL of your choice. Microprismatic screen with opti-
mized glare reduction Satin opal diffuser for general lighting with maximum
transmittance and uniformity. Driver integrated into luminaire housing,
available as switched or dimmable (DALI, Touch-Dim, Casambi). Colour
temperature 2200K, 2700K, 3000K, 3500K, 4000K, 6500K or Tunable
White (2700-6500K). Binnings MacAdam 3. Colour rendering CRI>80,
CRI>90 or Full Spectrum. On request: Integration of emergency lighting

components.
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AX7AWE-830M-Q300
Product Family A: Caleo J
Type XT7: Direct-Indirect, Y7: Direct Only
Optical System A: Microprismatic, O: Opal Diffuser
Surface Finish W: Snow White, V: lvory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper
Control Gear E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW
Colour Rendering 8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]
Colour Temperature  22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White (Q400-Q800)
Power M: Medium Power, H: High Power
Size Square Size in mm: Q300, Q400, Q500, @600, Q800
P40 Tev mm K oo F3 MM (€ K
Microprismatic | Direct-Indirect Microprismatic | Direct Opal Diffuser | Direct-Indirect Opal Diffuser | Direct
E__— E___—3 e E -
Indir.~35% UGR=19 Dir.100% UGR=19 Indir.-35% Dir.100%
Dir.-65% 50 200 5 Medium Dir.-65% 100 220
5 300 Power 150 400
250 600 200 600
350 1000 250 800
Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt Q Lumen/Watt Lumen/Watt
mm Medium Power High Power mm Medium Power High Power mm Medium Power High Power mm Medium Power High Power
300 1990Im/17W 2700Im/22W 300 1230Im/11W 1670Im/15W 300 2000Im/17W 2720Im/22W 300 1240Im/11W 1690Im/15W
400 2930Im/23W 3890Im/31W 400 2060Im/18W 2720Im/23W 400 2950Im/23W 3910Im/31W 400 2080Im/18W 2740Im/23W
500  5140lm/39W 6720Im/52W 500  3180Im/26W 4180Im/35W 500  5170Im/39W 6760Im/52W 500  3210lm/26W 4220Im/35W
600 6790Im/54W 9230Im/73W 600 4800Im/39W 6480Im/53W 600 6830Im/54W 9290Im/73W 600 4840Im/39W 6540Im/53W
800  10780Im/86W 14900Im/121W 800  7720lm/65W  10450Im/90W 800  10840lm/86W 14990Im/121W 800  7780Im/65W  10540Im/90W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
es
—J20
Q \H/
W Snow White S Radiant Silver B Jet Black X Satin Bronze G Satin Gold K Satin Copper
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Matric GQ | System 25mm Suspended

DE LED-Pendelleuchte. Direkt-indirekt oder rein direktstrahlend. Licht-
kanal aus Aluminiumprofil mit 25mm Optikbreite. Millimetergenaue Lan-
genfertigung nach Vorgabe moglich. Oberflaiche natureloxiert oder
weiB, graphit, schwarz, bronze- oder kupferfarben lackiert. Weitere
Oberflachenoptionen siehe Lightnet-Surface-Collection oder RAL nach
Wahl. Direktanteil Uber Prazisionslinsen mit Abblendraster fur breite
rotationssymmetrische Lichtstarkeverteilung bei gleichzeitig hoher Blen-
dungsbegrenzung (UGR<19) fur Office Anwendungen. Abblendraster
in verschiedenen Farbkombinationen erhéltlich. Satinierter Opaldiffusor
far Allgemeinbeleuchtung mit max. Transmissionsgrad und homogener
Lichtpunktauflosung. Wallwasher fir homogene Beleuchtung vertikaler
Flachen. Konverter in Leuchtengehduse integriert, wahlweise einfach
schaltbar oder stufenlos dimmbar (DALI, Touch-Dim, Casambi). Farbtem-
peratur 2200K, 2700K, 3000K, 3500K, 4000K, 6500K oder Tunable Whi-
te (2700-6500K). Binning initial < MacAdam 3. Farbwiedergabe CRI>80,
CRI>90 oder Full Spectrum. Stufenlos héhenverstellbare Seilabhdngung
mit transparent ummantelter Zuleitung. Lackierung Baldachin passend
Leuchtenkodrper. Auf Anfrage: Integration von Stromschienen und Strah-
lern, Sensortechnologie.

EN LED pendant luminaire. Direct-indirect or direct-only light distribution.

Light channel made of aluminium profile with 25mm optic width. Bespoke
lengths are possible. Surface natural anodised or white, graphite, black,
bronze or copper coated. For further surface options see Lightnet-
-Surface-Collection or RAL of your choice. Direct light using precision
lenses with louvre for wide uniform symmetrical light distribution with
high glare limitation (UGR<19) for workplaces. Louvre available in vari-
ous colour finishes. Satin opal diffuser for general lighting with maximum
transmittance and homogeneous lighting. Wallwasher for homogeneous
illumination of vertical surfaces. Driver integrated into luminaire housing,
available as switched or dimmable (DALI, Touch-Dim, Casambi). Colour
temperature 2200K, 2700K, 3000K, 3500K, 4000K, 6500K or Tunable
White (2700-6500K). Binnings MacAdam 3. Colour rendering CRI>80,
CRI>90 or Full Spectrum. Height-adjustable cord suspension with trans-
parent power supply cable. Colours ceiling rose match to luminaire body.
On request: Integration of tracks and spotlights, sensor technology.

www.skialight.co.uk | 020 3514 4668 | sales@skialight.co.uk



Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Size

Suspension

Louvre Surface

Lens Louvre | Direct

43

LGQLWE-830E-L1475-AD

J

L: Matric

GQ: Direct only

O: Opal Diffuser, G: Wallwasher, L: Lens Louvre®

W: Snow White, Y: Black Anodised, V: lvory White, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

E: On/Off, L: DALI, C: Casambi, 6: DALI DT6 for TW, 8: DALIDT8 for TW

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27:2700K, 30: 3000K, 35: 3500K, 40: 4000K65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, , H: High Power

Luminaire Lenght in mm (Opal Diffuser, Wallwasher): L890, L1182, L1475, L1765, L2055

Luminaire Lenght in mm (Lens Louvre*): L906, L1267, L1628, L1990

A: Single Cord Suspension

W: Snow White, D: Anodic Black, F: Anodic Silver, V: lvory White, M: Satin Cloud,

K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria, X: Satin Bronze
P20 (D TE mmv K oo T3 oo MMM M (€ 2K

POWER
L Machoam 50000h 50000h

Opal Diffuser | Direct Wallwasher | Direct

1000 450 500
750 300 350
500 200 150
TUU“ 250 UGRs19 P 100 — 50
SEIEI bir100% Dir.100% DIr.100%
L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt
mm Low Power High Power mm Medium Power High Power mm Medium Power High Power
906  1090Im/10W 1970Im/17W 890  1160Im/10W 1650Im/14W 890  790Im/7TW 1180Im/9W
1267  1530Im/14W 2760Im/24W 1182 1550Im/13W 2210Im/19W 1182 1050Im/8W 1570Im/12W
1628  1960Im/17W 3540Im/31W 1475  1940Im/16W 2760Im/23W 1475  1320Im/10W 1960Im/14W
1990  2400Im/22W 4330Im/38W 1765  2330Im/20W 3310Im/28W 1765  1580Im/12W 2360Im/17W
2055  2720Im/24W 3860Im/33W 2055  1840Im/15W 2750Im/21W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
25 s
122
min. 200
max.1500 9
) 7 55 J
‘ 126,5
|
L
Matric 25mm as a customised System.
Regressed 48V track, black anodised inner frame.
Outer frame: surface on request.
Available Insets: Midpin Spotlights,
Lens-Louver, Opal, Wallwasher.
W Snow White F Anodic Silver W Snow White Y Black Anodised Y Black Anodised V lvory White

F Anodic Silver

F Anodic Silver

D Anodic Black

G Satin Gold

X Satin Bronze X Satin Bronze
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Matric RQ | System 25mm Suspended

DE LED-Pendelleuchte. Direkt-indirektstrahlend. Lichtkanal aus Alumi-
niumprofil mit 25mm Optikbreite. Millimetergenaue Ldngenfertigung nach
Vorgabe moglich. Oberflache natureloxiert oder wei3, graphit, schwarz,
bronze oder kupferfarben lackiert. Weitere Oberflichenoptionen siehe
Lightnet-Surface-Collection oder RAL nach Wahl. Direktanteil Uber Pra-
zisionslinsen mit Abblendraster fUr breite rotationssymmetrische Licht-
starkeverteilung bei gleichzeitig hoher Blendungsbegrenzung (UGR<19)
far Office Anwendungen. Abblendraster in verschiedenen Farbkom-
binationen erhaltlich. Satinierter Opaldiffusor fur Allgemeinbeleuch-
tung mit max. Transmissionsgrad und homogener Lichtpunktauflésung.
Wallwasher fir homogene Beleuchtung vertikaler Flachen. Konverter in
Leuchtengehduse integriert, Lichtkammern fUr direktes und indirektes
Licht getrennt schaltbar oder dimmbar (DALI, Casambi). Farbtemperatur
2200K, 2700K, 3000K, 3500K, 4000K, 6500K oder Tunable White (2700-
6500K). Binning initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90
oder Full Spectrum. Stufenlos hdhenverstellbare Seilabhangung mit
transparent ummantelter Zuleitung. Lackierung Baldachin passend Leuch-
tenkdrper. Auf Anfrage: Integration von Stromschienen und Strahlern,
Sensortechnologie.

EN LED pendant luminaire. Direct-indirect light distribution. Light chan-
nel made of aluminium profile with 25mm optic width. Bespoke lengths

are possible. Surface natural anodised or white, graphite, black, bronze
or copper coated. For further surface options see Lightnet-Surface-
-Collection or RAL of your choice. Direct light using precision lenses with
louvre for wide uniform symmetrical light distribution with high glare limita-
tion (UGR<19) for workplaces. Louvre available in various colour finishes.
Satin opal diffuser for general lighting with maximum transmittance and
uniformity. Wallwasher for homogeneous illumination of vertical surfaces.
Driver integrated into luminaire housing, light chambers for direct and
indirect light separately switchable or dimmable (DALI, Casambi). Colour
temperature 2200K, 2700K, 3000K, 3500K, 4000K, 6500K or Tunable
White (2700-6500K). Binnings MacAdam 3. Colour rendering CRI>80,
CRI>90 or Full Spectrum. Height-adjustable cord suspension with trans-
parent power supply cable. Ceiling rose colour to match luminaire body.
On request: Integration of tracks and spotlights, sensor technology.
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Product Family L: Matric

45

LRQLWE-830E-L1475-AW

J

Type RQ: Direct-indirect

Optical System

O: Opal Diffuser, G: Wallwasher, L: Lens Louvre®
Surface Finish
Control Gear

Colour Rendering

W: Snow White, Y: Black Anodised, V: lvory White, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

E: On/Off, L: DALI, C: Casambi, 6: DALI DT6 for TW, 8: DALIDT8 for TW

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

Colour Temperature  22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

Power E: Low Power, M: Medium Power, H: High Power

Size Luminaire Lenght in mm (Opal Diffuser, Wallwasher): L890, L1182, L1475, L1765, L2055

Luminaire Lenght in mm (Lens Louvre*): L906, L1267, L1628, L1990

Suspension A: Single Cord Suspension

Louvre Surface

W: Snow White, D: Anodic Black, F: Anodic Silver, V: lvory White, M: Satin Cloud,

K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria, X: Satin Bronze

—  Power —
o wichom "OVER go000n 50000

P20 @) TEY wam K peo 3 gm0 w0
50.60Hz 02

Lens Louvre| Direct-Indirect Opal Diffuser | Direct-Indirect

500 300
350 200
200 100
W Indir.-45% g, UGR=19 Indir.-55% g0
- Dir-55% Dir.~45%
L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt
mm Low Power High Power mm Medium Power High Power
906  1880Im/17W 3550im/30W 890  2580Im/22W 3540Im/30W
1267  2720Im/23W 5130Im/43W 1182 3500Im/29W 4810Im/39W
1628  3550Im/30W 6700Im/55W 1475 4430lm/36W  6060Im/49W
1990  4290Im/37W  8080Im/67W 1765  5350Im/43W 7320Im/59W

2055  6270Im/51W 8580Im/71W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

105
r—v\105

a22

Hwo

=26,5

o
s

S

W Snow White
D Anodic Black

W Snow White
F Anodic Silver

F Anodic Silver
F Anodic Silver

= ¢ UK
POWER === cA

Wallwasher | Direct-Indirect

250
200
150
— Indir.-55% 1
‘; Dir.~45%
L Lumen/Watt Lumen/Watt
mm Medium Power High Power

890 1740lm/15W 2600Im/21W
1182 2360Im/19W 3520Im/27W
1475 2990Im/24W  4450Im/34W
1765  3610Im/28W 5380Im/41W
2055  4220lm/34W  6300Im/48W

Matric 25mm as a customised System.
Regressed 48V track, black anodised inner frame.
Outer frame: surface on request.
Available Insets: Midpin Spotlights,
Lens-Louver, Opal, Wallwasher.

Y Black Anodised
X Satin Bronze

Y Black Anodised
G Satin Gold

V lvory White
X Satin Bronze
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Matric AQ | System 25mm Surface

DE LED-Anbauleuchte fir Wand- oder Deckenmontage. Rein direktstrah-
lend. Lichtkanal aus Aluminiumprofil mit 25mm Optikbreite. Millimeterge-
naue Langenfertigung nach Vorgabe maoglich. Oberfliche natureloxiert
oder weil3, graphit, schwarz, bronze oder kupferfarben lackiert. Weitere
Oberflachenoptionen siehe Lightnet-Surface-Collection oder RAL nach
Wahl. Direktanteil Uber Prazisionslinsen mit Abblendraster flr breite
rotationssymmetrische Lichtstarkeverteilung bei gleichzeitig hoher Blen-
dungsbegrenzung (UGR<19) fur Office Anwendungen. Abblendraster
in verschiedenen Farbkombinationen erhaltlich. Satinierter Opaldiffusor
fur Allgemeinbeleuchtung mit max. Transmissionsgrad und homogener
Lichtpunktauflosung. Wallwasher fir homogene Beleuchtung vertika-
ler Flachen. Konverter in Leuchtengeh&use integriert, wahlweise einfach
schaltbar oder stufenlos dimmbar (DALI, Touch-Dim, Casambi). Farbtem-
peratur 2200K, 2700K, 3000K, 3500K, 4000K, 6500K oder Tunable Whi-
te (2700-6500K). Binning initial < MacAdam 3. Farbwiedergabe CRI>80,
CRI>90 oder Full Spectrum. Auf Anfrage: Integration von Stromschienen

und Strahlern, Sensortechnologie.

EN LED surface-mounted luminaire for walls or ceilings. Direct only light

distribution. Light channel made of aluminium profile with 25mm optic
width. Bespoke lengths are possible. Surface natural anodised or white,
graphite, black, bronze or copper coated. For further surface options
see Lightnet-Surface-Collection or RAL of your choice. Direct light using
precision lenses with louvre for wide uniform symmetrical light distribu-
tion with high glare limitation (UGR<19) for workplaces. Louvre available
in various colour finishes. Satin opal diffuser for general lighting with
maximum transmittance and homogeneous lighting. Wallwasher for homo-
geneous illumination of vertical surfaces. Driver integrated into luminaire
housing available as switched or dimmable (DALI, Touch-Dim, Casam-
bi). Colour temperature 2200K, 2700K, 3000K, 3500K, 4000K, 6500K
or Tunable White (2700-6500K). Binnings MacAdam 3. Colour rendering
CRI>80, CRI>90 or Full Spectrum. On request: Integration of tracks and

spotlights, sensor technology.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Size

Louvre Surface

Lens Louvre |

47

LAQLWE-830E-L1475-D

J

L: Matric

AQ: Direct only

O: Opal Diffuser, G: Wallwasher, L: Lens Louvre®
W: Snow White, Y: Black Anodised, V: lvory White, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

E: On/Off, L: DALI, C: Casambi, 6: DALI DT6 for TW, 8: DALIDT8 for TW

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27:2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power

Luminaire Lenght in mm (Opal Diffuser, Wallwasher): L890, L1182, L1475, L1765, L2055

Luminaire Lenght in mm (Lens Louvre*): L906, L1267, L1628, L1990

W: Snow White, D: Anodic Black, F: Anodic Silver, V: lvory White, M: Satin Cloud,

K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria, X: Satin Bronze

202400 1K <3 190810 185810 180810 UK
P20 @ i 176-275V RGO S Low 9810 yepyy L8SEI0 pigH_ L80B10
sogohe OO 02 wmcrom  POVER oy POWER gopny,  POWER 43 cA

Direct Opal Diffuser | Direct Wallwasher | Direct

1000 450 500

750 300 350

500 200 150
UGR=19

M i 250 ‘; 100 ‘; 50

Dir.100%

Dir.100%

L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt
mm Low Power High Power mm Medium Power High Power mm Medium Power High Power
906 1090Im/10W 1970Im/17W 890 1160Im/10W 1650Im/14W 890 790Im/7W 1180Im/9W
1267  1530Im/14W 2760Im/24W 1182 1550Im/13W 2210Im/19W 1182 1050Im/8W 1570Im/12W
1628  1960Im/17W 3540Im/31W 1475 1940lm/16W 2760Im/23W 1475 1320Im/10W 1960Im/14W
1990  2400Im/22W 4330Im/38W 1765 2330Im/20W 3310Im/28W 1765  1580Im/12W 2360Im/17W
2055  2720Im/24W 3860Im/33W 2055  1840Im/15W 2750Im/21W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
U 55
=26,5
|
L
Matric 25mm as a customised System.
Regressed 48V track, black anodised inner frame.
Outer frame: surface on request.
Available Insets: Midpin Spotlights,
Lens-Louver, Opal, Wallwasher.
W Snow White F Anodic Silver W Snow White Y Black Anodised Y Black Anodised V Ivory White
F Anodic Silver F Anodic Silver D Anodic Black X Satin Bronze G Satin Gold X Satin Bronze
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Matric MQ | System 25mm Recessed Frameless

DE LED-Einbauleuchte flr rahmenlose Montage in Gipskartondecken.
Rein direktstrahlend. Lichtkanal aus Aluminiumprofil mit 25mm Optikbrei-
te. Millimetergenaue Langenfertigung nach Vorgabe mdglich. Direktanteil
Uber Prazisionslinsen mit Abblendraster flr breite rotationssymmetri-
sche Lichtstarkeverteilung bei gleichzeitig hoher Blendungsbegrenzung
(UGR<19) fur Office Anwendungen. Abblendraster in verschiedenen Farb-
kombinationen erhaltlich. Satinierter Opaldiffusor fur Allgemeinbeleuch-
tung mit max. Transmissionsgrad und homogener Lichtpunktaufldésung.
Wallwasher fUr homogene Beleuchtung vertikaler Flachen. Konverter
in Leuchtengehduse integriert, wahlweise einfach schaltbar oder stufen-
los dimmbar (DALI, Touch-Dim, Casambi). Farbtemperatur 2200K, 2700K,
3000K, 3500K, 4000K, 6500K oder Tunable White (2700-6500K).
Binning initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full
Spectrum. Einbaurahmen oder Leuchtenprofil fir Montage vorab liefer-
bar; restliche Leuchtenkomponenten zeitlich versetzt montierbar. Auf An-
frage: Integration von Stromschienen und Strahlern, Sensortechnologie.

EN Recessed mounted LED luminaire for frameless installation in plaster-

board ceilings. Direct only light distribution. Light channel made of alumi-
nium profile with 25mm optic width. Bespoke lengths are possible. Direct
light using precision lenses with louvre for wide uniform symmetrical light
distribution with high glare limitation (UGR<19). Louvre available in vari-
ous colour finishes. Satin opal diffuser for general lighting with maximum
transmittance and homogeneous lighting. Wallwasher for homogeneous
illumination of vertical surfaces. Driver integrated into luminaire housing,
available as switched or dimmable (DALI, Touch-Dim, Casambi). Colour
temperature 2200K, 2700K, 3000K, 3500K, 4000K, 6500K or Tunable
White (2700-6500K). Binnings MacAdam 3. Colour rendering CRI>80,
CRI>90 or Full Spectrum. Mounting frame or luminaire profile available
in advance for mounting; other luminaire components can be mounted
later. On request: Integration of tracks and spotlights, sensor technology.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Size

Louvre Surface

49

LMQLWE-830E-L1486-D

J

L: Matric

MQ: Direct only

O: Opal Diffuser, G: Wallwasher, L: Lens Louvre*

W: Snow White, Y: Black Anodised, V: lvory White, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze
E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALIDT8 for TW
8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]
22: 2200K, 27:2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K
E: Low Power, M: Medium Power, H: High Power

Luminaire Lenght in mm (Opal Diffuser, Wallwasher): L890, L1182, L1475, L1765, L2055

Luminaire Lenght in mm (Lens Louvre*): L906, L1267, L1628, L1990

W: Snow White, D: Anodic Black, F: Anodic Silver, V: lvory White, M: Satin Cloud,

K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria, X: Satin Bronze

2060 g ey 1K <3 ow 9010 yepyy L8510
P20 (D T mzv K reo =3 o
Lens Louvre | Direct Opal Diffuser | Direct

1000 450

750 300

500 200

UGR=19
T 250 100
M Dir.100% |: Dir.100%

L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt
mm Low Power High Power mm Medium Power High Power
906 1090Im/10W 1970Im/17W 890 1160Im/10W 1650Im/14W
1267 1530Im/14W 2760Im/24W 1182 1550Im/13W 2210Im/19W
1628 1960Im/17W 3540Im/31W 1475 1940Im/16W 2760Im/23W
1990 2400Im/22W  4330Im/38W 1765  2330Im/20W 3310Im/28W
2055  2720Im/24W 3860Im/33W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

W Snow White
W Snow White

W Snow White
F Anodic Silver

W Snow White
D Anodic Black

Wiy L0BI0

e = CE€
=

UK
cA

Wallwasher | Direct

500

350

150

== -

Dir.100%

L Lumen/Watt Lumen/Watt
mm Medium Power High Power
890  790Im/7TW 1180Im/9W
1182 1050Im/8W 1570Im/12W
1475 1320Im/10W 1960Im/14W
1765  1580Im/12W 2360Im/17W
2055  1840Im/15W 2750Im/21W

Matric 25mm as a customised System.
Regressed 48V track, black anodised inner frame.
Outer frame: surface on request.
Available Insets: Midpin Spotlights,
Lens-Louver, Opal, Wallwasher.

W Snow White
G Satin Gold

www.skialight.co.uk |

W Snow White
X Satin Bronze

W Snow White
K Satin Copper
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Matric FQ | System 25mm Recessed Frame

DE LED-Einbauleuchte fUr Montage in gesagten Deckendffnungen.
Rein direktstrahlend. Lichtkanal mit umlaufendem Rahmen aus Aluminium-
profil. Optikbreite 25mm. Millimetergenaue Langenfertigung nach Vorga-
be moglich. Oberflache natureloxiert oder wei3, graphit, schwarz, bronze
oder kupferfarben lackiert. Weitere Oberflachenoptionen siehe Lightnet-
Surface-Collection oder RAL nach Wahl. Direktanteil Gber Prazisionslinsen
mit Abblendraster fUr breite rotationssymmetrische Lichtstarkeverteilung
bei gleichzeitig hoher Blendungsbegrenzung (UGR<19) fur Office Anwen-
dungen. Abblendraster in verschiedenen Farbkombinationen erhaltlich.
Satinierter Opaldiffusor fUr Allgemeinbeleuchtung mit max. Transmissi-
onsgrad und homogener Lichtpunktaufldsung. Wallwasher fir homogene
Beleuchtung vertikaler Flachen. Konverter in Leuchtengehduse integriert,
wahlweise einfach schaltbar oder stufenlos dimmbar (DALI, Touch-Dim,
Casambi). Farbtemperatur 2200K, 2700K, 3000K, 3500K, 4000K, 6500K
oder Tunable White (2700-6500K). Binning initial < MacAdam 3. Farbwie-
dergabe CRI>80, CRI>90 oder Full Spectrum. Befestigungsset inklusive.
Leuchtenprofil fir Montage auf Anfrage vorab lieferbar; restliche Leuch-
tenkomponenten zeitlich versetzt montierbar. Auf Anfrage: Integration von
Sensortechnologie.

EN Recessed mounted LED luminaire for installation in ceiling cut-outs

openings. Direct only light distribution. Light channel with surrounding
frame made of aluminium profile. Optic width 25mm. Bespoke lengths
are possible. Surface natural anodised, white, graphite, black, bronze
or copper coated. For further surface options see Lightnet-Surface-
-Collection or RAL of your choice. Direct light using precision lenses with
louvre for wide uniform symmetrical light distribution with high glare limita-
tion (UGR<19) for workplaces. Louvre available in various colour finishes.
Satin opal diffuser for general lighting with maximum transmittance and
uniformity. Wallwasher for homogeneous illumination of vertical surfaces.
Driver integrated into luminaire housing, available as switched or dimma-
ble (DALI, Touch-Dim, Casambi). Colour temperature 2200K, 2700K,
3000K, 3500K, 4000K, 6500K or Tunable White (2700-6500K). Binning<
MacAdam 3. Colour rendering CRI>80, CRI>90 or Full Spectrum.
Mounting brackets included. Luminaire profile available in advance for
mounting; other luminaire components can be mounted later. On request:
Integration of sensor technology.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering
Colour Temperature

Power
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LFQLWE-830E-L1278-DW

J

L: Matric

FQ: Direct only

O: Opal Diffuser, G: Wallwasher, L: Lens Louvre*

W: Snow White, Y: Black Anodised, V: lvory White, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

E: On/Off, L: DALI, H: Touch-Dim, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27:2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power

Size Luminaire Lenght in mm (Opal Diffuser, Wallwasher): L901, L1193, L1486, L1776, L2066

Luminaire Lenght in mm (Lens Louvre*): L917, L1278, L1639, L2000

Louvre Surface

W: Snow White, D: Anodic Black, F: Anodic Silver, V: lvory White, M: Satin Cloud,

K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria, X: Satin Bronze

P20 D

Lens Louvre | Direct
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50.60Hz e
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Opal Diffuser | Direct
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Wallwasher | Direct

1000 450 500

750 300 350

500 200 150

W’ 250 100 — 50

U&U Dir.100% Q Dir.100% ‘; Dir.100%

L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt L Lumen/Watt Lumen/Watt
mm Low Power High Power mm Medium Power High Power mm Medium Power High Power
917 1090Im/10W 1970Im/17W 901  1160Im/10W 1650Im/14W 901 790Im/7TW 1180Im/9W
1278 1530Im/14W 2760Im/24W 1193 1550Im/13W 2210Im/19W 1193 1050Im/8W 1570Im/12W
1639 1960Im/17W 3540Im/31W 1486 1940Im/16W 2760Im/23W 1486  1320Im/10W 1960Im/14W
2000 2400lm/22W  4330Im/38W 1776 2330Im/20W 3310Im/28W 1776 1580Im/12W 2360Im/17W
2066 2720Im/24W 3860Im/33W 2066  1840Im/15W 2750Im/21W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

min.
100

Y Black Anodised
W Snow White

Y Black Anodised
F Anodic Silver

Y Black Anodised
Y Black Anodised

Matric 25mm as a customised System.
Regressed 48V track, black anodised inner frame.
Outer frame: surface on request.
Available Insets: Midpin Spotlights,
Lens-Louver, Opal, Wallwasher.

9

Y Black Anodised
G Satin Gold

Y Black Anodised
X Satin Bronze

Y Black Anodised
K Satin Copper

www.skialight.co.uk | 020 3514 4668 | sales@skialight.co.uk



Matric G7/P7 | System 81mm Suspended

DE LED-Pendelleuchte. Direkt-indirektstrahlend (indirektes Licht Uber die
gesamte Leuchtenléange). Leuchtenkdrper aus Aluminiumprofil mit 80mm
Optikbreite und 40mm Bauhdhe. Millimetergenaue Langenfertigung nach
Vorgabe mdglich. Oberflache natureloxiert oder weiB, graphit, schwarz,
bronze oder kupferfarben lackiert. Weitere Oberflachenoptionen sie-
he Lightnet-Surface-Collection oder RAL nach Wahl. Direktanteil Uber
Préazisionslinsen mit Abblendraster fUr breite rotationssymmetrische Licht-
starkeverteilung bei gleichzeitig hoher Blendungsbegrenzung (UGR<19)
fur Office Anwendungen. Abblendraster in verschiedenen Farbkombina-
tionen erhéltlich. Alternativ Microprismenoptik aus Spezialacrylglas mit
optimierter Blendungsbegrenzung fir Office-Anwendungen. Wallwasher
fir homogene Beleuchtung vertikaler Flachen. Konverter hinter Blind-
feldern in Leuchtengehduse integriert, wahlweise einfach schaltbar oder
stufenlos dimmbar (DALI, Touch-Dim, Casambi). Farbtemperatur 2700K,
3000K, 3500K, 4000K, 6500K. Binning initial < MacAdam 3. Farbwie-
dergabe CRI>80, CRI>90 oder Full Spectrum. Stufenlos hdéhenverstell-
bare Seilabhdngung mit transparent ummantelter Zuleitung. Lackierung
Baldachin passend Leuchtenkdrper. Auf Anfrage: Integration von Notlicht-
komponenten, Sensortechnologie.

EN LED pendant luminaire. Direct-indirect light distribution (indirect

light across the entire length of the luminaire). Luminaire body made
of aluminium profile with 80mm optic width and 40mm overall height.
Bespoke lengths are possible. Surface natural anodised, white, graphite,
black, bronze or copper coated. For further surface options see Light-
net-Surface-Collection or RAL of your choice. Direct light using precision
lenses with louvre for wide uniform symmetrical light distribution with
high glare limitation (UGR<19) for workplaces. Louvre available in vari-
ous colour finishes. Alternatively, Microprismatic diffuser made of special
acrylic glass with optimized glare reduction for workplaces. Wallwasher
for homogeneous illumination of vertical surfaces. Driver integrated into
luminaire housing behind blind bays, available as switched or dimmable
(DALI, Touch-Dim, Casambi). Colour temperature 2700K, 3000K, 3500K,
4000K or 6500K. Binnings MacAdam 3. Colour rendering CRI>80, CRI>90
or Full Spectrum. Height-adjustable cord suspension with transparent
power supply cable. Ceiling rose colour to match luminaire body.
On request: Integration of emergency lighting components, sensor
technology.
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Product Family
Type
Optical System

Surface Finish

Control Gear
Colour Rendering
Colour Temperature
Power

Size

Suspension

Lens Louvre*

mUN ey 1K
1720 @ it oc 02 RGO
Lens Louvre | Direct
600
450
— 300
A 150 UGR=19
|y Dir:100% g:rLow
ower
L Lenghts Lumen/Watt Lumen/Watt L
mm Low Power Medium Power mm
1335 1 2170Im/16W 4330Im/30W 1310
1585 1 2710im/21W 5420Im/38W 1505
1836 1 3260im/24W 6500Im/46W 1795
2500 2 4340Im/33W 8670Im/61W 2470
3000 2 5430Im/40W 10830Im/76W 2860
Lens Louvre | Direct-Indirect
400
300
y —— 200 T
/~ Indir.-40% UGR=19 ‘
100
|y Dir-60%
L Lenghts Lumen/Watt Lumen/Watt L
mm Low Power Medium Power mm
1335 1 3710Im/26W 7370Im/49W 1310
1585 1 4640Im/33W 9220Im/62W 1505
1836 1 5570Im/39W 11060Im/73W 1795
2500 2 7810Im/55W 15510Im/103W 2470
3000 2 9280Im/65W 18430Im/122W 2860

L: Matric

53

LP7LWE-830M-L3000-YF

J

GT: Direct only, P7: Direct-indirect

A: Microprismatic, O: Opal Diffuser, L: Lens Louvre*

W: Snow White, V: lvory White, E: Silver Anodised, U: Urban Graphite,

B: Jet Black, X: Satin Bronze, K: Satin Copper

E: On/Off, L: DALI, H: Touch-Dim, M: Multisensor, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power

Luminaire Length in mm (Microprismatic, Opal Diffuser): 1- Length L1310, L1505, L1795; 2- Lengths L2470, L2860

Luminaire Length in mm (Lens Louvre*): 1- Length L1335, L1585, L1836; 2- Lengths L2500, L3000

Y: Y-Cord Suspension

W: Snow White, D: Anodic Black, F: Anodic Silver, V: lvory White, M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

=3

MacAoats

POWER
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POWER —
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Microprismatic | Direct

700
500
(T 250
‘ 50 UGR=19
Dir. 100% for Lo
Lenghts Lumen/Watt Lumen/Watt
Low Power Medium Power
1 1740Im/15W 2430Im/21W
1 2090Im/18W 2920Im/25W
1 2610Im/23W 3650Im/32W
2 3480Im/30W 4870Im/43W
2 4180Im/37W 5840Im/51W

Microprismatic | Direct-Indirect

300
200

Dir.~50%

Lenghts Lumen/Watt

SIS

Low Power

3590Im/27W
4400Im/33W
5380Im/40W
7170Im/53W
8790Im/65W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

min. 200
max. 1500

1- Length

B Jet Black
W Snow White

B Jet Black
F Anodic Silver

B Jet Black
D Anodic Black

100
Indir.~-50%
50

UGR=19

Lumen/Watt
Medium Power
5170Im/39W
6350Im/46W
7760Im/57W
10350Im/77W
12690Im/93W

ce &8

Opal Diffuser | Direct

400
300
— 200
‘ 100

Dir.100%

L Lenghts Lumen/Watt Lumen/Watt
mm Low Power Medium Power
1310 1 2280Im/15W  3190Im/21W
1505 1 2740Im/18W 3830Im/25W
1795 1 3420m/23W  4780Im/32W
2470 2 4560Im/30W  6380Im/43W
2860 2 5470Im/37W 7650Im/51W

Opal Diffuser | Direct-Indirect

250
200

A 150
Indir.~-45%
100

Dir.~55%

L Lenghts Lumen/Watt Lumen/Watt
mm Low Power Medium Power
1310 1 4130Im/27W  5930Im/39W
1505 1 5050m/33W  7260Im/46W
1795 1 6190Im/40W  8890Im/57W
2470 2 8250Im/53W  11860Im/77TW
2860 2 10080Im/65W  14500Im/93W
2- Lengths
J40
e — E— 4]
7 P

B Jet Black
G Satin Gold

B Jet Black
X Satin Bronze

www.skialight.co.uk | 020 3514 4668

B Jet Black
K Satin Copper
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Matric A7 | System 81mm Surface

DE LED-Anbauleuchte fir Wand- oder Deckenmontage. Rein direktstrah-
lend. Lichtkanal aus Aluminiumprofil mit 80mm Optikbreite und 40mm
Bauhohe. Millimetergenaue Langenfertigung nach Vorgabe moglich.
Oberflache natureloxiert oder weil3, graphit, schwarz, bronze oder kup-
ferfarben lackiert. Weitere Oberflachenoptionen siehe Lightnet-Surface-
Collection oder RAL nach Wahl. Direktanteil Gber Prézisionslinsen mit
Abblendraster fUr breite rotationssymmetrische Lichtstarkeverteilung bei
gleichzeitig hoher Blendungsbegrenzung (UGR<19) fur Office Anwen-
dungen. Abblendraster in verschiedenen Farbkombinationen erhaltlich.
Alternativ Microprismenoptik aus Spezialacrylglas mit optimierter Blen-
dungsbegrenzung fur Office-Anwendungen. Wallwasher fir homogene
Beleuchtung vertikaler Flachen. Konverter hinter Blindfeldern in Leuchten-
gehduse integriert, wahlweise einfach schaltbar oder stufenlos dimmbar
(DALI, Touch-Dim, Casambi). Farbtemperatur 2200K, 2700K, 3000K,
3500K, 4000K, 6500K oder Tunable White (2700-6500K). Binning initial
< MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder Full Spectrum.
Auf Anfrage: Integration von Strahlern, Notlichtkomponenten, Sensor-
technologie.

EN LED surface-mounted luminaire for walls or ceilings. Direct only light

distribution. Light channel made of aluminium profile with 80mm optic
width and 40mm overall height. Bespoke lengths are possible. Surface
natural anodised or white, graphite, black, bronze or copper coated.
For further surface options see Lightnet-Surface-Collection or RAL
of your choice. Direct light using precision lenses with louvre for wide
uniform symmetrical light distribution with high glare limitation (UGR<19)
for workplaces. Louvre available in various colour finishes. Alternatively,
Microprismatic diffuser made of special acrylic glass with optimized gla-
re reduction for workplaces. Wallwasher for homogeneous illumination
of vertical surfaces. Driver integrated into luminaire housing behind blind
bays, available as switched or dimmable (DALI, Touch-Dim, Casambi).
Colour temperature 2200K, 2700K, 3000K, 3500K, 4000K, 6500K
or Tunable White (2700-6500K). Binnings MacAdam 3. Colour rendering
CRI>80, CRI>90 or Full Spectrum. On request: Integration of spotlights,
emergency lighting components, sensor technology.
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Product Family
Type

Optical System
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Size

Lens Louvre*

L: Matric

55

LA7LWE-830M-L3000-B

J

AT: Direct only

A: Microprismatic, O: Opal Diffuser, L: Lens Louvre*

W: Snow White, V: lvory White, E: Silver Anodised, U: Urban Graphite, B: Jet Black, X: Satin Bronze, K: Satin Copper

E: On/Off, L: DALI, H: Touch-Dim, M: Multisensor, C: Casambi, 6: DALI DT6 for TW, 8: DALI DT8 for TW

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power

Luminaire Length in mm (Microprismatic, Opal Diffuser): 1- Length L1310, L1505, L1795; 2- Lengths L2470, L2860

Luminaire Length in mm (Lens Louvre®): 1- Length L1335, L1585, L1836; 2- Lengths L2500, L3000

W: Snow White, D: Anodic Black, F: Anodic Silver, V: lvory White, M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

www.skialight.co.uk | 020 3514 4668
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L Lenghts Lumen/Watt Lumen/Watt L Lenghts Lumen/Watt Lumen/Watt L Lenghts Lumen/Watt  Lumen/Watt
mm Low Power Medium Power mm Low Power Medium Power mm Low Power Medium Power
1335 1 2170Im/16W 4330Im/30W 1310 1 1740m/15W  2430Im/21W 1310 1 2280Im/15W  3190Im/21W
1585 1 2710Im/21W 5420Im/38W 1505 1 2090Im/18W  2920Im/25W 1505 1 2740im/18W  3830Im/25W
1836 1 3260lm/24W  6500Im/46W 1795 1 2610im/23W  3650Im/32W 1795 1 3420im/23W  4780Im/32W
2500 2 4340lm/33W 8670Im/61W 2470 2 3480Im/30W  4870Im/43W 2470 2 4560Im/30W  6380Im/43W
3000 2 5430lm/40W  10830Im/76W 2860 2 4180Im/37W  5840Im/51W 2860 2 5470Im/37TW  7650Im/51W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
1- Length 2- Lengths
J J40 J4o
‘; v 81 / A — / 781
‘\—1654 \;165% \ 7 P |
L
B Jet Black B Jet Black B Jet Black B Jet Black B Jet Black B Jet Black
W Snow White F Anodic Silver D Anodic Black G Satin Gold X Satin Bronze K Satin Copper
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Midpoint Déco C1/C2 | Track

DE LED-Strahler flr 3-Phasen-Stromschienen. 350° drehbar und 90°
schwenkbar. Rickversetzte spharische Linse fur breitstrahlende Licht-
verteilung (70°) und dekorativem konischen Reflektor. Gehduse-AuBen-
fliche und dekorativer Reflektor in unterschiedlichen Lackierungen und
Kombinationen erhaltlich, z.B. weiB3, silber, graphit, schwarz, gold oder
kupferfarben lackiert. Zu Oberflachenoptionen- und Kombinationen sie-
he Lightnet-Surface-Collection oder Bi-Colour-Auswahl. Linse optional
mit Magic Colour Filter fUr colorierte Lichteffekte. Konverter wahlwei-
se in Leuchtengehduse oder Stromschiene integriert, einfach schalt-
bar oder stufenlos dimmbar (DALI, Casambi). Farbtemperatur 2700K,
3000K, 3500K, 4000K, Tunable White oder Dim to Warm. Binning initial

< MacAdam 3. Farbwiedergabe CRI>90. Inklusive Stromschienenadapter.

EN LED spotlight for 3-phase tracks. 350° rotation and 90° tilt. Reces-
sed spherical lens for wide-angle light distribution (70°) and decorative
conical reflector. Outer housing and decorative reflector available
in various finishes and combinations, e.g. white, silver, graphite, black,
gold or copper coated. For surface options and combinations, see
Lightnet-Surface-Collection or Bi-Colour selection. Lens optionally with
Magic Colour Filter for coloured lighting effects. Driver can be integra-
ted into luminaire housing or track, available as switched or dimmable
(DALI, Casambi). Colour temperature 2700K, 3000K, 3500K, 4000K,
Tunable White or Dim to Warm. Binnings MacAdam 3. Colour rendering
CRI>90. Track adapter included.
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Product Family
Type

Beam Angle
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Cone Surface

Lens

Adaptor

57

PC2DWE-927H-BKB

J

P: Midpoint Déco

C1: 3-Phase Track [in track electronic], C2: 3-Phase Track [in house electronic]

D: Lens 70°

W: Snow White, B: Jet Black, V: Ivory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze
E: On/Off, L:DALI, C:Casambi, TW: Tunable White (DT6 only 3-Phase Track in house electronic; DT8)
9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion White), 4: CRI>97 (Fashion Colour)
27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, TW: Tunable White 2700-6500K, DW: Dim to warm 3000-1800K
M: Medium Power H: High Power
W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,
M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

K: Clear [Standard], F: Magic Colour Filter

B: Black, W: White

202600
1720 @ 0t

176275V
oo

70° Deep Cone Lens

. Dir.100%

LED Lumen/Watt

Medium Power

4000K 1070Im/14W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

250
500
750

1000

Lumen/Watt
High Power

1770Im/27W

PC1: 3-Phase Track [in track electronic]

1K
02

RGO

PC2: 3-Phase Track [in house electronic]

=3

MacADAs

weoiyw 149810
POWER —
50000n

iGH L80BI0

POWER —
500000

C

UK
cA

W Snow White
W Snow White

F Anodic Silver
F Anodic Silver

F Anodic Silver
B Jet Black

Magic Colour Filter

X Satin Bronze
G Satin Gold

B Jet Black
K Satin Copper

M Satin Cloud
W Snow White
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Midpoint Anti-Glare C3/C4 | Track

DE LED-Strahler fUr 3-Phasen-Stromschienen. 350° drehbar und 90°
schwenkbar. Austauschbare Anti-Glare-Linse fir besten Lichtkomfort.
Je nach AusfUhrung auch mit Blendungsbegrenzung (UGR<19) fur Office
Anwendungen. Héchste Energieeffizienz von bis zu 155Im/W. Ausstrahl-
winkel: 15° (Spot), 24° (Medium), 36° (Flood) oder 60° (Wide Flood). Opti-
onal ovale Linsen oder Wabenraster.Gehduse-AuBenflaiche und dekorativer
Linsenring in unterschiedlichen Lackierungen und Kombinationen erhalt-
lich, z.B. weif3, silber, graphit, schwarz, gold oder kupferfarben lackiert.
Zu Oberflachenoptionen- und Kombinationen siehe Lightnet-Surface-
-Collection oder Bi-Colour-Auswahl. Konverter wahlweise in Leuchten-
gehause oder Stromschiene integriert, einfach schaltbar oder stufen-
los dimmbar (DALI, Casambi). Farbtemperatur 2700K, 3000K, 3500K,
4000K, Tunable White oder Dim to Warm. Binning initial < MacAdam 3.
Farbwiedergabe CRI>80, CRI>90 oder CRI>97 fUr héchste Lichtqualitat.
Wahlweise auch Spezialausfihrungen fir White & Colour-Fashion. Inklusi-

ve Stromschienenadapter.

EN LED spotlight for 3-phase tracks. 350° rotation and 90° tilt. Replaceable
anti-glare lens for optimum lighting comfort. Depending on the version,
also available with glare reduction (UGR<19) for workplaces. Highest ener-
gy efficiency of up to 155Im/W. Beam angle: 15° (Spot), 24° (Medium),
36° (Flood) or 60° (Wide Flood). Optional oval lenses or honeycomb
louvre. Outer housing and decorative lens ring available in various finis-
hes and combinations, e.g. white, silver, graphite, black, gold or copper
coated. For surface options and combinations, see Lightnet-Surface-
-Collection or Bi-Colour selection. Driver optionally integrated into
luminaire housing or track, optionally switchable or dimmable (DALI,
Casambi). Colour temperature 2700K, 3000K, 3500K, 4000K, Tunable
White or Dim to Warm. Binnings MacAdam 3. Colour rendering CRI>80,
CRI>90 or CRI>97 for maximum light quality. Special versions for white

& colour fashion are also available. Track adapter included.
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Product Family
Type

Beam Angle

Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Cone Surface

59

PC3BWE-927H-BKB

J

P: Midpoint

C3: 3-Phase Track [in track electronic], C4: 3-Phase Track [in house electronic]

A: Anti-Glare Lens 15°, B: Anti-Glare Lens 24°, C: Anti-Glare Lens 36°, F: Anti-Glare Lens 60°,

X: Anti-Glare Lens 36°+OVAL Y: Anti-Glare Lens 60°+OVAL

W: Snow White, B: Jet Black, V: lvory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

E: On/Off, L:DALI, C:Casambi, TW: Tunable White (DT6 only 3-Phase Track in hous electronic; DT8)
9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion White), 4: CRI>97 (Fashion Colour)

27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, TW: Tunable White 2700-6500K, DW: Dim to warm 3000-1800K

M: Medium Power H: High Power

W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

Cover K: Clear [Standard], H: Honeycomb Louvre
Adaptor B: Black, W: White
WUV geomey K <3 weowm U8B0 gy L8010
P20 (D) TE M g5 reo 53 mmR amE (€
15° Anti-Glare Lens 24° Anti-Glare Lens
3 Dir.100% UGR=19 3 Dir.100% UGR=19
. 2500 . 2000
5000 3000
7500 4000
10000 5000
LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt
Medium Power  High Power Medium Power  High Power
4000K  2010Im/13W  2930Im/20W 4000K  2050Im/13W  2930Im/20W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

PC3: 3-Phase Track [in track electronic]

s
N

W Snow White
W Snow White

F Anodic Silver
B Jet Black

F Anodic Silver
F Anodic Silver

PC4: 3-Phase Track [in house electronic]

UK
cA

LED

4000K
+OVAL

36° Anti-Glare Lens

Dir.100% UGR=19

1000 for Medium
ower

1500

2000

2500
Lumen/Watt Lumen/Watt
Medium Power  High Power
2030Im/13W  2920Im/20W
1920Im/13W  2770Im/20W

M Satin Cloud

M Satin Cloud

B Jet Black

LED

4000K
+OVAL

K Satin Copper

60° Anti-Glare Lens

Dir.100%

250

500

750

1000
Lumen/Watt Lumen/Watt
Medium Power  High Power
2000Im/13W  2910Im/20W
1880Im/13W  2700Im/20W

Honeycomb Louvre

X Satin Bronze
G Satin Gold
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Midpoint Déco W1/W2 | Wall

DE LED-Strahler fir Wandanbaumontage. Direkt-indirektstrahlend. Rick-
versetzte sphérische Linse flr breitstrahlende Lichtverteilung (70°) und
dekorativem konischen Reflektor. Gehduse-AuBenfliche und dekorativer
Reflektor in unterschiedlichen Lackierungen und Kombinationen erhalt-
lich, z.B. weif, silber, graphit, schwarz, gold oder kupferfarben lackiert.
Zu Oberflachenoptionen- und Kombinationen siehe Lightnet-Surface-
-Collection oder Bi-Colour-Auswahl. Linse optional mit Magic Colour Fil-
ter fur colorierte Lichteffekte. Konverter in Leuchtengehduse integriert,
einfach schaltbar oder stufenlos dimmbar (DALI, TRIAC, Casambi).
Farbtemperatur 2700K, 3000K, 3500K, 4000K oder Dim to Warm. Binning
initial < MacAdam 3. Farbwiedergabe CRI>90.

EN LED spotlight for wall surface mounting. Direct-indirect light distri-
bution. Recessed spherical lens for wide-angle light distribution (70°)
and decorative conical reflector. Outer housing and decorative reflector
available in various finishes and combinations, e.g. white, silver, graphite,
black, gold or copper coated. For surface options and combinations, see
Lightnet-Surface-Collection or Bi-Colour selection. Lens optionally with
Magic Colour Filter for coloured lighting effects. Driver integrated into
luminaire housing, available as switched or dimmable (DALI, TRIAC,
Casambi). Colour temperature 2700K, 3000K, 3500K, 4000K or Dim
to Warm. Binnings MacAdam 3. Colour rendering CRI>90.
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Type

Beam Angle
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Cone Surface

61

PW2DWE-9 27M-BK

J

P: Midpoint Déco

W1: Direct, W2: Direct-Indirect

D: Lens 70°

W: Snow White, B: Jet Black, V: lvory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

E: On/Off, L:DALI, C:Casambi, P: Triac Dimming

9: CRI>90, 8: CRI>80, 2: CRI>97

27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, DW: Dim to warm 3000-1800K

M: Medium Power H: High Power
W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: Ivory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

Cover K: Clear [Standard], F: Magic Colour Filter
UV ey 1K <3 weoum 99810y 14080 UK
P20 (D T mzv K geo 3 oM am I (€ KK
70° Deep Cone Lens 70° Deep Cone Lens
1000
=y Ty 750
/ 500
“/ Indir.50% UGR=19 “ Dir.100% 250
\ Dir.50% 20 \
\ 200 \\
- 350 S
500
LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt
Medium Power  High Power Medium Power  High Power
4000K 1840Im/23W  2360Im/32W 4000K  920Im/12W 1180Im/17W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

PWL1.: Direct PW2: Direct-Indirect
300
228
= « » = « »
L 295! L_@95_|
L1051 L1051
Magic Colour Filter
< < <
W Snow White W Snow White F Anodic Silver F Anodic Silver M Satin Cloud B Jet Black
W Snow White B Jet Black G Satin Gold B Jet Black B Jet Black G Satin Gold
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Midpoint Anti-Glare W3/W4 | Wall

DE LED-Strahler fUr Wandanbaumontage. Direkt-indirektstrahlend.
Austauschbare Anti-Glare-Linse flr besten Lichtkomfort. Je nach Aus-
fihrung auch mit Blendungsbegrenzung (UGR<19) fur Office Anwen-
dungen. Hochste Energieeffizienz von bis zu 155Im/W. Ausstrahlwinkel:
15° (Spot), 24° (Medium), 36° (Flood) oder 60° (Wide Flood). Optional
Ovale Linsen oder Wabenraster. Gehduse-AuBenflache und dekorativer
Linsenring in unterschiedlichen Lackierungen und Kombinationen erhalt-
lich, z.B. weif, silber, graphit, schwarz, gold oder kupferfarben lackiert.
Zu Oberflaichenoptionen- und Kombinationen siehe Lightnet-Surface-
-Collection oder Bi-Colour-Auswahl. Konverter wahlweise in Leuchten-
gehause oder Stromschiene integriert, einfach schaltbar oder stufenlos
dimmbar (DALI, Casambi). Farbtemperatur 2700K, 3000K, 3500K, 4000K
oder Dim to Warm. Binning initial < MacAdam 3. Farbwiedergabe CRI>80,
CRI>90 oder CRI>97 fUr héchste Lichtqualitat. Wahlweise auch Spezialaus-

fihrungen fir White & Colour-Fashion.

i

EN LED spotlight for wall surface mounting. Direct-indirect light distribu-
tion. Replaceable anti-glare lens for optimum lighting comfort. Depending
on the version, also available with glare reduction (UGR<19) for workpla-
ces. Highest energy efficiency of up to 155Im/W. Beam angle: 15° (Spot),
24° (Medium), 36° (Flood) or 60° (Wide Flood). Optional oval lenses
or honeycomb louvre. Outer housing and decorative lens ring available
in various finishes and combinations, e.g. white, silver, graphite, black,
gold or copper coated. For surface options and combinations, see Light-
net-Surface-Collection or Bi-Colour selection. Driver optionally integrated
into luminaire housing or track, available as switched or dimmable (DALI,
Casambi). Colour temperature 2700K, 3000K, 3500K, 4000K or Dim
to Warm. Binnings MacAdam 3. Colour rendering CRI>80, CRI>90
or CRI>97 for maximum light quality. Special versions for white & colour

fashion are also available.
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Product Family
Type

Beam Angle
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Cone Surface

63

PW3BWE-927H-BK

J

P: Midpoint

W3: Direct, W4: Direct-Indirect

A: Anti-Glare Lens 15°, B: Anti-Glare Lens 24°, C: Anti-Glare Lens 36°, F: Anti-Glare Lens 60°

W: Snow White, B: Jet Black, V: Ivory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

E: On/Off, L:DALI, C:Casambi, P: Triac Dimming

9: CRI>90, 8: CRI>80, 2: CRI>97

27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, DW: Dim to warm 3000-1800K

M: Medium Power H: High Power

W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

Cover K: Clear [Standard]
UV ey 1K < weo 12810 gy 140810 UK
17220 @ Eﬂ-‘;fml oo RED MacAc BOWER 500000 EOWER 500000 c € cA
15° Anti-Glare Lens 24° Anti-Glare Lens 36° Anti-Glare Lens 60° Anti-Glare Lens
Indir. 50% UGR=19 Indir. 50% UGR=19 Indir. 50% UGR=19 Indir. 50% UGR=19
500 1000 500
Dir. 50% Dir. 50% Dir. 50% Dir. 50%
1500 1500 1000 150
3500 2000 1500 350
5000 2500 2000 500
LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt
Medium Power  High Power Medium Power  High Power Medium Power  High Power Medium Power  High Power
4000K  3520Im/22W  4620Im/30W 4000K  3600Im/22W  4760Im/30W 4000K  3540im/22W  4640Im/30W 4000K  3500lm/22W  4600Im/30W
15° Anti-Glare Lens 24° Anti-Glare Lens 36° Anti-Glare Lens 60° Anti-Glare Lens
Dir.100% UGR=19 Dir.100% UGR=19 Dir.100% UGR=19 Dir.100%
2500 2000 1000 250
5000 3000 1500 500
7500 4000 2000 750
10000 5000 2500 1000
LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt
Medium Power  High Power Medium Power  High Power Medium Power  High Power Medium Power  High Power
4000K  1760Im/12W 2310Im/16W 4000K 1800Im/12W  2380Im/16W 4000K  1770Im/12W 2320Im/16W 4000K  1750Im/12W  2300Im/16W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
PW3: Direct PW4: Direct-Indirect
300
228
= L » = L »
L 295! L @95
L1051 L1051
< <
W Snow White W Snow White F Anodic Silver F Anodic Silver X Satin Bronze B Jet Black
W Snow White B Jet Black G Satin Gold B Jet Black B Jet Black G Satin Gold
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Midpoint Déco P1 | Suspended

DE LED-Strahler fur Pendelmontage. Direktstrahlend. RuUckversetzte
sphérische Linse flr breitstrahlende Lichtverteilung (70°) und dekorati-
vem konischen Reflektor. Gehduse-AuBenflache und dekorativer Reflektor
in unterschiedlichen Lackierungen und Kombinationen erhéltlich,
z.B. weiB3, silber, graphit, schwarz, gold oder kupferfarben lackiert.
Zu Oberflachenoptionen- und Kombinationen siehe Lightnet-Surface-
-Collection oder Bi-Colour-Auswahl. Linse optional mit Magic Colour Fil-
ter fUr colorierte Lichteffekte. Konverter in Leuchtengeh&use integriert,
einfach schaltbar oder stufenlos dimmbar (DALI, TRIAC, Casambi).
Farbtemperatur 2700K, 3000K, 3500K, 4000K, Tunable White oder Dim
to Warm. Binning initial < MacAdam 3. Farbwiedergabe CRI>90. Zulei-
tungskabel wahlweise transparent, rot oder schwarz.

EN LED spotlight for pendant mounting. Direct-only light distribu-
tion. Recessed spherical lens for wide-angle light distribution (70°) and
decorative conical reflector. Outer housing and decorative reflector
available in various finishes and combinations, e.g. white, silver, graphi-
te, black, gold or copper coated. For surface options and combinations,
see Lightnet-Surface-Collection or Bi-Colour selection. Lens optional-
ly with Magic Colour Filter for coloured lighting effects. Driver integra-
ted into luminaire housing, available as switched or dimmable (DALI,
TRIAC, Casambi). Colour temperature 2700K, 3000K, 3500K, 4000K,
Tunable White or Dim to Warm. Binnings MacAdam 3. Colour rende-

ring CRI>90. Optional transparent, red or black power supply cable.
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Product Family
Type

Beam Angle
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Size

Cone Surface

Lens

Cable Colour
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PP1DBE-927M-L210-WK-T

J

P: Midpoint Déco

P1: Direct

D: Lens 70°

W: Snow White, B: Jet Black, V: lvory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

E: On/Off, L:DALI, C:Casambi, TW: Tunable White (DT6 or DT8), P: Triac Dimming

9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion White), 4: CRI>97 (Fashion Colour)
27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, TW: Tunable White 2700-6500K, DW: Dim to warm 3000-1800K

M: Medium Power H: High Power

Luminaire Length in mm: L210, L500, L800

W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

K: Clear [Standard], F: Magic Colour Filter

T: Transparent, R: Red, B: Black

i 1K <3 weon 0 om0 uk
P20 @ D20 52750 R < B0 gy 120810
sodone  0C 02 GO ow  POWER oo POWER S 43 cA

70° Deep Cone Lens

—

3 Dir.100%
|l (
\\;/

LED Lumen/Watt

Medium Power

4000K 1070Im/14W

2!
5

7
1000

50
00
50

Lumen/Watt
High Power

1770Im/27W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

JE—

max 1500

Lop

sl |
ST -
3

W Snow White
W Snow White

max 1500 max 1500

(O

B Jet Black
K Satin Copper

M Satin Cloud
M Satin Cloud

F Anodic Silver
F Anodic Silver

F Anodic Silver
B Jet Black

Magic Colour Filter

X Satin Bronze
G Satin Gold
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Midpoint Anti-Glare P3 | Suspended

DE LED-Strahler fur Pendelmontage. Direktstrahlend. Austauschba-
re Anti-Glare-Linse fur besten Lichtkomfort. Je nach Ausflhrung auch
mit Blendungsbegrenzung (UGR<19) fur Office Anwendungen. Hochs-
te Energieeffizienz von bis zu 155Im/W. Ausstrahlwinkel: 15° (Spot),
24° (Medium), 36° (Flood) oder 60° (Wide Flood). Optional ovale Lin-
sen oder Wabenraster. Gehduse-AuBenfliche und dekorativer Linsen-
ring in unterschiedlichen Lackierungen und Kombinationen erhéltlich,
z.B. weiB, silber, graphit, schwarz, gold oder kupferfarben lackiert.
Zu Oberflachenoptionen- und Kombinationen siehe Lightnet-Surface-
-Collection oder Bi-Colour-Auswahl. Konverter in Leuchtengehause integ-
riert, einfach schaltbar oder stufenlos dimmbar (DALI, Casambi). Farbtem-
peratur 2700K, 3000K, 3500K, 4000K, Tunable White oder Dim to Warm.
Binning initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder CRI>97
fUr hochste Lichtqualitdt. Wahlweise auch Spezialausfihrungen fur White

& Colour-Fashion. Zuleitungskabel wahlweise transparent, rot oder schwarz.

EN LED spotlight for pendant mounting. Direct-only light distribution.
Replaceable anti-glare lens for optimum lighting comfort. Depending
on the version, also available with glare reduction (UGR<19) for workpla-
ces. Highest energy efficiency of up to 155Im/W. Beam angle: 15° (Spot),
24° (Medium), 36° (Flood) or 60° (Wide Flood). Optional oval lenses
or honeycomb louvre. Outer housing and decorative lens ring available
in various finishes and combinations, e.g. white, silver, graphite, black, gold
or copper coated. For surface options and combinations, see Lightnet-
-Surface-Collection or Bi-Colour selection. Driver integrated into luminai-
re housing, available as switched or dimmable (DALI, Casambi). Colour
temperature 2700K, 3000K, 3500K, 4000K, Tunable White or Dim
to Warm. Binnings MacAdam 3. Colour rendering CRI>80, CRI>90
or CRI>97 for maximum light quality. Special versions for white & colour
fashion are also available. Optional transparent, red or black power

supply cable.
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PP3ABE-927M-L210-WK-T

J

Product Family P: Midpoint
Type P3: Direct
Beam Angle A: Anti-Glare Lens 15°, B: Anti-Glare Lens 24°, C: Anti-Glare Lens 36°, F: Anti-Glare Lens 60°,

X: Anti-Glare Lens 36°+OVAL Y: Anti-Glare Lens 60°+OVAL

Surface Finish W: Snow White, B: Jet Black, V: lvory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

Control Gear E: On/Off, L:DALI, C:Casambi, TW: Tunable White (DT6 or DT8), P: Triac Dimming

Colour Rendering 9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion White), 4: CRI>97 (Fashion Colour)

Colour Temperature  27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, TW: Tunable White 2700-6500K, DW: Dim to warm 3000-1800K

Power M: Medium Power H: High Power
Size Luminaire Length in mm: L210, L500, L800
Cone Surface W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

Cover K: Clear [Standard], H: Honeycomb Louvre

Cable Colour T: Transparent, R: Red, B: Black

maun 1K <3 weouw 0 o 180810 UK
P20 @ a0 215y RGO S uw LB10 iy  L80BI0
on e 02 wchom  OVER sooo POWER g e &8

15° Anti-Glare Lens 24° Anti-Glare Lens 36° Anti-Glare Lens 60° Anti-Glare Lens
Dir.100% UGR=19 Dir.100% UGR=19 Dir.100% UGR=19 Dir.100%
2500 e 2000 e 1000 for Medium T 250
" " Power "

5000 3000 1500 500

7500 4000 2000 750

10000 5000 2500 1000
LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt
Medium Power  High Power Medium Power  High Power Medium Power  High Power Medium Power  High Power
4000K  2010Im/13W  2930Im/20W 4000K  2050Im/13W  2930Im/20W 4000K  2030Im/13W  2920Im/20W 4000K  2000Im/13W  2910Im/20W
+OVAL 1920Im/13W  2770Im/20W +OVAL 1880Im/13W  2700Im/20W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
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S 500
L
295
800
L
@95
L
295
Honeycomb Louvre
(C.) @
W Snow White F Anodic Silver F Anodic Silver M Satin Cloud B Jet Black X Satin Bronze
W Snow White F Anodic Silver B Jet Black M Satin Cloud G Satin Gold K Satin Copper
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Midpoint Déco A1/A2 | Surface

DE LED-Strahler fUr Anbaumontage. Direktstrahlend. RUckversetzte
sphérische Linse fUr breitstrahlende Lichtverteilung (70°) und deko-
rativem konischen Reflektor. Geh&use-AuBenfliche und dekorativer
Reflektor in unterschiedlichen Lackierungen und Kombinationen erhalt-
lich, z.B. weif3, silber, graphit, schwarz, gold oder kupferfarben lackiert.
Zu Oberflachenoptionen- und Kombinationen siehe Lightnet-Surface-
Collection oder Bi-Colour-Auswahl. Linse optional mit Magic Colour
Filter fur colorierte Lichteffekte. Konverter in Leuchtengehause integ-
riert, einfach schaltbar oder stufenlos dimmbar (DALI, TRIAC, Casam-
bi). Farbtemperatur 2700K, 3000K, 3500K, 4000K, Tunable White oder
Dim to Warm. Binning initial < MacAdam 3. Farbwiedergabe CRI>90.

EN LED surface-mounted spotlight. Direct-only light distribution.
Recessed spherical lens for wide-angle light distribution (70°) and deco-
rative conical reflector. Outer housing and decorative reflector available
in various finishes and combinations, e.g. white, silver, graphite, black,
gold or copper coated. For surface options and combinations, see Light-
net-Surface-Collection or Bi-Colour selection. Lens optionally with Magic
Colour Filter for coloured lighting effects. Driver integrated into luminai-
re housing, available as switched or dimmable (DALI, TRIAC, Casambi).
Colour temperature 2700K, 3000K, 3500K, 4000K, Tunable White or Dim
to Warm. Binnings MacAdam 3. Colour rendering CRI>90.
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PA1DBE-927M- WK

J

Product Family P: Midpoint Déco

Type A1l: Direct Fix , A2: Direct Rotatable-Twistable

Beam Angle D: Lens 70°

Surface Finish W: Snow White, B: Jet Black, V: Ivory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze
Control Gear E: On/Off, L:DALI, C:Casambi, P: Triac Dimming

Colour Rendering 9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion White), 4: CRI>97 (Fashion Colour)
Colour Temperature 27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, DW: Dim to warm 3000-1800K

Power M: Medium Power H: High Power

Cone Surface W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

Lens K: Clear [Standard], F: Magic Colour Filter

R 1K <3 meowm 'S0 o
P20 @ 2 215y < 25610
T i 02 RGO Mioow  POWER oo POWER ——

70° Deep Cone Lens

~ Dir.100%

250

500

750

1000

LED Lumen/Watt Lumen/Watt
Medium Power  High Power

4000K  1070Im/14W 1770Im/27W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

PAL: PA2:

195
p/ 095
L o951
W Snow White F Anodic Silver F Anodic Silver
W Snow White F Anodic Silver B Jet Black

UK
CAR

Magic Colour Filter

M Satin Cloud B Jet Black X Satin Bronze
M Satin Cloud K Satin Copper G Satin Gold
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Midpoint Anti-Glare A3/A4 | Surface

DE LED-Strahler fir Anbaumontage. Direktstrahlend. Austauschbare Anti-
Glare-Linse fur besten Lichtkomfort. Je nach Ausfihrung auch mit Blen-
dungsbegrenzung (UGR<19) fur Office Anwendungen. Héchste Energie-
effizienz von bis zu 155Im/W. Ausstrahlwinkel: 15° (Spot), 24° (Medium),
36° (Flood) oder 60° (Wide Flood). Optional ovale Linsen oder Wabenras-
ter. Gehaduse-AuBenflaiche und dekorativer Linsenring in unterschiedlichen
Lackierungen und Kombinationen erhaltlich, z.B. wei3, silber, graphit,
schwarz, gold oder kupferfarben lackiert. Zu Oberflachenoptionen- und
Kombinationen siehe Lightnet-Surface-Collection oder Bi-Colour-Aus-
wahl. Konverter in Leuchtengehéause integriert, einfach schaltbar oder stu-
fenlos dimmbar (DALI, Casambi). Farbtemperatur 2700K, 3000K, 3500K,
4000K, Tunable White oder Dim to Warm. Binning initial < MacAdam 3.
Farbwiedergabe CRI>80, CRI>90 oder CRI>97 fur hdchste Lichtquali-
t4t. Wahlweise auch SpezialausfUhrungen fir White & Colour-Fashion.

EN LED surface-mounted spotlight. Direct-only light distribution.
Replaceable anti-glare lens for optimum lighting comfort. Depending
on the version, also available with glare reduction (UGR<19) for workpla-
ces. Highest energy efficiency of up to 155Im/W. Beam angle: 15° (Spot),
24° (Medium), 36° (Flood) or 60° (Wide Flood). Optional oval lenses
or honeycomb louvre. Outer housing and decorative lens ring available
in various finishes and combinations, e.g. white, silver, graphite, black,
gold or copper coated. For surface options and combinations, see Light-
net-Surface-Collection or Bi-Colour selection. Driver integrated into
luminaire housing, available as switched or dimmable (DALI, Casambi).
Colour temperature 2700K, 3000K, 3500K, 4000K, Tunable White
or Dim to Warm. Binning<s MacAdam 3. Colour rendering CRI>80, CRI>90
or CRI>97 for maximum light quality. Special versions for white & colour
fashion are also available.
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Product Family

Type A3: Direct Fix, A4: Direct Rotatable-Twistable

Beam Angle

71

PA3BWE-927H-BK

J

P: Midpoint

A: Anti-Glare Lens 15°, B: Anti-Glare Lens 24°, C: Anti-Glare Lens 36°, F: Anti-Glare Lens 60°,

X: Anti-Glare Lens 36°+OVAL Y: Anti-Glare Lens 60°+OVAL

Surface Finish

Control Gear

Colour Rendering 9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion White), 4: CRI>97 (Fashion Colour)
Colour Temperature 27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, DW: Dim to warm 3000-1800K

Power M: Medium Power H: High Power

Cone Surface

E: On/Off, L:DALI, C:Casambi, P: Triac Dimming

W: Snow White, B: Jet Black, V: lvory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

Cover K: Clear [Standard], H:

P44 Lt ey
sogore €

15° Anti-Glare Lens

* Dir100%
2500
5000
7500
10000

LED Lumen/Watt Lumen/Watt
Medium Power High Power

4000K  2010Im/13W  2930Im/20W

Honeycomb Louvre

RGO 3 weowm

MacAoaM

24° Anti-Glare Lens

~ Dir100% UGR=19
2000
3000
4000
5000

Lumen/Watt Lumen/Watt
Medium Power High Power

4000K  2050Im/13W  2930Im/20W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
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PA4:

F Anodic Silver
B Jet Black
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36° Anti-Glare Lens
>
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Power
1500
2000
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LED Lumen/Watt Lumen/Watt LED
Medium Power High Power
4000K  2030Im/13W  2920Im/20W 4000K
+OVAL 1920Im/13W  2770Im/20W +OVAL

M Satin Cloud B Jet Black
M Satin Cloud G Satin Gold

60° Anti-Glare Lens

" Dir.100%
250
500
750
1000
Lumen/Watt Lumen/Watt

Medium Power High Power

2000Im/13W  2910Im/20W
1880Im/13W  2700Im/20W

Honeycomb Louvre

X Satin Bronze
K Satin Copper
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Midpoint Déco F1/F2 | Recessed

DE LED-Strahler fur Einbaumontage in gesagten Deckendffnungen.
Separater Konverter im Lieferumfang enthalten, wahlweise einfach schalt-
bar oder stufenlos dimmbar (DALI, TRIAC, Casambi). Rickversetzte
sphérische Linse fur breitstrahlende Lichtverteilung (70°) und dekorati-
vem konischen Reflektor. Gehduse-AuBenflache und dekorativer Reflektor
inunterschiedlichen Lackierungen und Kombinationen erhaltlich, z.B. weiR3,
silber, graphit, schwarz, gold oder kupferfarben lackiert. Zu Oberflaichen-
optionen- und Kombinationen siehe Lightnet-Surface-Collection oder Bi-
Colour-Auswahl. Linse optional mit Magic Colour Filter flr colorierte Licht-
effekte. Farbtemperatur 2700K, 3000K, 3500K, 4000K, Tunable White
oder Dim to Warm. Binning initial = MacAdam 3. Farbwiedergabe CRI>90.

EN LED recessed spotlight for installation in ceiling cut-outs openings.
Separate driver included, with options of switched or dimmable (DALI,
TRIAC, Casambi). Recessed spherical lens for wide-angle light distribu-
tion (70°) and decorative conical reflector. Outer housing and decorative
reflector available in various finishes and combinations, e.g. white, silver,
graphite, black, gold or copper coated. For surface options and combi-
nations, see Lightnet-Surface-Collection or Bi-Colour selection. Lens op-
tionally with Magic Colour Filter for coloured lighting effects. Colour tem-
perature 2700K, 3000K, 3500K, 4000K, Tunable White or Dim to Warm.
Binning< MacAdam 3. Colour rendering CRI>90.
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PF2DBE-927M-BK

Product Family P: Midpoint J
Type F1: Frame, F2: Frameless

Beam Angle D: Lens 70°

Surface Finish W: Snow White, B: Jet Black, V: lvory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze
Control Gear E: On/Off, L:DALI, C:Casambi, P: Triac Dimming

Colour Rendering 9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion White), 4: CRI>97 (Fashion Colour)

Colour Temperature 27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, DW: Dim to warm 3000-1800K
Power M: Medium Power, H: High Power
Colour Surface W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

Cover K: Clear [Standard], F: Magic Colour Filter
2UN sy 1K <3 wepww 8580 HiGH 80810
1P20 oo mmvo g8 Rel B3R = i =

70° Deep Cone Lens

Dir.100%
250
500
750
1000

LED Lumen/Watt Lumen/Watt
Medium Power  High Power

4000K 1070Im/14W 1770Im/27W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

PF1: Frame
I
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PF2: Frameless

Magic Colour Filter
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G Satin Gold K Satin Copper X Satin Bronze
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Midpoint Anti-Glare F3/F4 |

Recessed

DE LED-Strahler fur Einbaumontage in gesagten Deckendffnungen.
Separater Konverter im Lieferumfang enthalten, wahlweise einfach schalt-
bar oder stufenlos dimmbar (DALI, Casambi). Austauschbare Anti-Glare-
Linse fUr besten Lichtkomfort. Je nach Ausfihrung auch mit Blendungs-
begrenzung (UGR<19) fur Office Anwendungen. Hochste Energieeffizienz
von bis zu 155Im/W. Ausstrahlwinkel: 15° (Spot), 24° (Medium), 36° (Flood)
oder 60° (Wide Flood). Optional ovale Linsen oder Wabenraster. Gehau-
se-AuBenflache und dekorativer Linsenring in unterschiedlichen Lackierun-
gen und Kombinationen erhéltlich, z.B. weif, silber, graphit, schwarz, gold
oder kupferfarben lackiert. Zu Oberflaichenoptionen- und Kombinationen
siehe Lightnet-Surface-Collection oder Bi-Colour-Auswahl. Farbtempera-
tur 2700K, 3000K, 3500K, 4000K, Tunable White oder Dim to Warm. Bin-
ning initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder CRI>97
far héchste Lichtqualitdt. Wahlweise auch Spezialausfihrungen fir White

& Colour-Fashion. Zuleitungskabel wahlweise transparent, rot oder schwarz.

EN LED recessed spotlight for installation in ceiling cut-outs openings.
Separate driver included, with option of switched or dimmable (DALI,
Casambi). Replaceable anti-glare lens for optimum lighting comfort.
Depending on the version, also available with glare reduction (UGR<19)
for workplaces. Highest energy efficiency of up to 155im/W. Beam ang-
le: 15° (Spot), 24° (Medium), 36° (Flood) or 60° (Wide Flood). Optional
oval lenses or honeycomb louvre. Outer housing and decorative lens ring
available in various finishes and combinations, e.g. white, silver, graphite,
black, gold or copper coated. For surface options and combinations, see
Lightnet-Surface-Collection or Bi-Colour selection. Colour temperature
2700K, 3000K, 3500K, 4000K, Tunable White or Dim to Warm. Binning<
MacAdam 3. Colour rendering CRI>80, CRI>90 or CRI>97 for maximum
light quality. Special versions for white & colour fashion are also available.
Optional transparent, red or black power supply cable.
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Product Family
Type

Beam Angle

Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Cone Surface

Cover

15° Anti-Glare Lens

Dir.100%

LED Lumen/Watt

Medium Power

4000K  2010Im/13W

75

PF3FBE-927M-BK

J

P: Midpoint

F3: Frame, F4: Frameless

A: Anti-Glare Lens 15°, B: Anti-Glare Lens 24°, C: Anti-Glare Lens 36°, F: Anti-Glare Lens 60°,

X: Anti-Glare Lens 36°+OVAL Y: Anti-Glare Lens 60°+OVAL

W: Snow White, B: Jet Black, V: lvory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

E: On/Off, L:DALI, C:Casambi, P: Triac Dimming
9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion Whi

27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, DW: Dim to

te), 4: CRI>97 (Fashion Colour)

warm 3000-1800K

M: Medium Power, H: High Power
W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic

Silver, V: Ivory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

K: Clear [Standard], H: Honeycomb Louvre
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24° Anti-Glare Lens

UGR=19 Dir.100% UGR=19

2500 2000
5000 3000
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10000 5000

Lumen/Watt LED Lumen/Watt Lumen/Watt

High Power Medium Power  High Power

2930Im/20W 4000K  2050Im/13W  2930Im/20W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
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36° Anti-Glare Lens

Dir.100% UGR=19

1000 for Medium
Power

1500
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LED Lumen/Watt

High Power
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Medium Power
4000K
+OVAL

2030Im/13W
1920Im/13W

2920Im/20W
2770Im/20W

PF4: Frameless

W Snow White
G Satin Gold

W Snow White
K Satin Copper
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60° Anti-Glare Lens

Dir.100%
250
500
750
1000

Lumen/Watt
High Power

LED Lumen/Watt

Medium Power
4000K
+OVAL

2910Im/20W
2700Im/20W

2000Im/13W
1880Im/13W

Honeycomb Louvre

W Snow White
X Satin Bronze
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Midpoint Déco M1 | Recessed

DE LED-Strahler fUr Einbaumontage in gesagten Deckendffnungen. 350°
drehbar und 90° schwenkbar. Separater Konverter im Lieferumfang ent-
halten, wahlweise einfach schaltbar oder stufenlos dimmbar (DALI, TRIAC,
Casambi). Rickversetzte sphéarische Linse fUr breitstrahlende Lichtvertei-
lung (70°) und dekorativem konischen Reflektor. Gehduse-AuBenflache
und dekorativer Reflektor in unterschiedlichen Lackierungen und Kom-
binationen erhaltlich, z.B. weif3, silber, graphit, schwarz, gold oder kup-
ferfarben lackiert. Zu Oberflachenoptionen- und Kombinationen siehe
Lightnet-Surface-Collection oder Bi-Colour-Auswahl. Linse optional mit
Magic Colour Filter fur colorierte Lichteffekte. Konverter in Leuchtenge-
haduse integriert, einfach schaltbar oder stufenlos dimmbar (DALI, TRIAC,
Casambi). Farbtemperatur 2700K, 3000K, 3500K, 4000K, Tunable White
oder Dim to Warm. Binning initial < MacAdam 3. Farbwiedergabe CRI>90.

EN LED recessed spotlight for installation in ceiling cut-outs openings.
350° rotation and 90° tilt. Separate driver included, optionally switchable
or dimmable (DALI, TRIAC, Casambi). Recessed spherical lens for wide-
angle light distribution (70°) and decorative conical reflector. Outer hou-
sing and decorative reflector available in various finishes and combinati-
ons, e.g. white, silver, graphite, black, gold or copper coated. For surface
options and combinations, see Lightnet-Surface-Collection or Bi-Colour
selection. Lens optionally with Magic Colour Filter for coloured lighting
effects. Driver integrated into luminaire housing, available as switched
or dimmable (DALI, TRIAC, Casambi). Colour temperature 2700K, 3000K,
3500K, 4000K, Tunable White or Dim to Warm. Binnings MacAdam 3.
Colour rendering CRI>90.
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Product Family
Type

Beam Angle
Surface Finish
Control Gear
Colour Rendering
Colour Temperature
Power

Colour Surface

Cover

P: Midpoint

M1: Direct Rotatable-Twistable

D: Lens 70°

W: Snow White, B: Jet Black, V: lvory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze
E: On/Off, L:DALI, C:Casambi, P: Triac Dimming
9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion White), 4: CRI>97 (Fashion Colour)
27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, DW: Dim to warm 3000-1800K
M: Medium Power, H: High Power
W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,
M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

K: Clear [Standard], F: Magic Colour Filter

70° Deep Cone Lens

+ Dir.100%

LED Lumen/Watt
Medium Power

4000K 1070Im/14W

W Snow White

7

PM1DBE-927M-BK

J

UV ey 1K <3 weowm 'S80 gy 180810 UK
P20 (D) T mm K per =3 am s € K
250
500
750
1000
Lumen/Watt
High Power
1770Im/27W
Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.
Magic Colour Filter
F Anodic Silver F Anodic Silver M Satin Cloud B Jet Black X Satin Bronze
F Anodic Silver B Jet Black M Satin Cloud K Satin Copper G Satin Gold

W Snow White
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Midpoint Anti-Glare M3 | Recessed

DE LED-Strahler fUr Einbaumontage in gesagten Deckendffnungen.
350° drehbar und 90° schwenkbar. Separater Konverter im Lieferum-
fang enthalten, wahlweise einfach schaltbar oder stufenlos dimmbar
(DALI, Casambi). Austauschbare Anti-Glare-Linse fir besten Lichtkom-
fort. Je nach AusfGhrung auch mit Blendungsbegrenzung (UGR<19)
fur Office Anwendungen. Hochste Energieeffizienz von bis zu 155Im/W.
Ausstrahlwinkel: 15° (Spot), 24° (Medium), 36° (Flood) oder 60° (Wide
Flood). Optional ovale Linsen oder Wabenraster. Gehduse-AuBenflache
und dekorativer Linsenring in unterschiedlichen Lackierungen und Kom-
binationen erhéltlich, z.B. weiB, silber, graphit, schwarz, gold oder kup-
ferfarben lackiert. Zu Oberflaichenoptionen- und Kombinationen siehe
Lightnet-Surface-Collection oder Bi-Colour-Auswahl. Farbtemperatur
2700K, 3000K, 3500K, 4000K, Tunable White oder Dim to Warm. Bin-
ning initial < MacAdam 3. Farbwiedergabe CRI>80, CRI>90 oder CRI>97
fur héchste Lichtqualitdt. Wahlweise auch SpezialausfUhrungen fur White

& Colour-Fashion.Zuleitungskabelwahlweise transparent, rotoderschwarz.

EN LED recessed spotlight for installation in ceiling cut-outs openings.
350° rotation and 90° tilt. Separate driver included, with option of switched
or dimmable (DALI, Casambi). Replaceable anti-glare lens for optimum
lighting comfort. Depending on the version, also available with glare reduc-
tion (UGR<19) for workplaces. Highest energy efficiency of up to 155Im/W.
Beam angle: 15° (Spot), 24° (Medium), 36° (Flood) or 60° (Wide Flood).
Optional oval lenses or honeycomb louvre. Outer housing and decora-
tive lens ring available in various finishes and combinations, e.g. white,
silver, graphite, black, gold or copper coated. For surface options and
combinations, see Lightnet-Surface-Collection or Bi-Colour selection.
Colour temperature 2700K, 3000K, 3500K, 4000K, Tunable White or Dim
to Warm. Binning<s MacAdam 3. Colour rendering CRI>80, CRI>90 or CRI>97
for maximum light quality. Special versions for white & colour fashion

are also available. Optional transparent, red or black Power supply cable.
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PM3DBE-927M-BK

J

Product Family P: Midpoint
Type M3: Direct Rotatable-Twistable
Beam Angle A: Anti-Glare Lens 15°, B: Anti-Glare Lens 24°, C: Anti-Glare Lens 36°, F: Anti-Glare Lens 60°,

X: Anti-Glare Lens 36°+OVAL Y: Anti-Glare Lens 60°+OVAL

Surface Finish W: Snow White, B: Jet Black, V: lvory White, D: Anodic Black, F: Anodic Silver, M: Satin Cloud, X: Satin Bronze

Control Gear E: On/Off, L:DALI, C:Casambi, P: Triac Dimming

Colour Rendering 9: CRI>90, 8: CRI>80, 2: CRI>97, 3: CRI>97 (Fashion White), 4: CRI>97 (Fashion Colour)

Colour Temperature  27: 2700K, 30: 3000K, 35: 3500K, 40:4000K, DW: Dim to warm 3000-1800K

Power M: Medium Power, H: High Power

Cone Surface W: Snow White, B: Jet Black, D: Anodic Black, F: Anodic Silver, V: lvory White,

M: Satin Cloud, K: Satin Copper, G: Satin Gold, J: Satin Pale Gold, L: Satin Cipria

Cover K: Clear [Standard], H: Honeycomb Louvre

220240V 185810 L80B10
P20 (D) TE wmv K per =3t am S (€ U

50.60Hz MacAont 500000 500000

15° Anti-Glare Lens 24° Anti-Glare Lens 36° Anti-Glare Lens 60° Anti-Glare Lens

Dir.100% UGR=19 Xy Dir.100% UGR=19 . Dir.100% UGR=19 Dir.100%
. 2500 e 2000 3R 1000 for Medium 3R 250
: . : . Power ¢ .

5000 3000 1500 500

7500 4000 2000 750

10000 5000 2500 1000
LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt LED Lumen/Watt Lumen/Watt
Medium Power  High Power Medium Power  High Power Medium Power  High Power Medium Power  High Power
4000K  2010Im/13W  2930Im/20W 4000K  2050Im/13W  2930Im/20W 4000K  2030Im/13W  2920Im/20W 4000K  2000Im/13W  2910Im/20W
+OVAL  1920Im/13W  2770Im/20W +OVAL 1880Im/13W  2700Im/20W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Honeycomb Louvre

W Snow White F Anodic Silver F Anodic Silver M Satin Cloud B Jet Black X Satin Bronze
W Snow White F Anodic Silver B Jet Black M Satin Cloud G Satin Gold K Satin Copper
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